FORM 2+ TE OF UTAH ) B
DIVISION IL, GAS AND M|N|NG 1 8 & v

[ g.’:%um Designation and Serial Number:
_ MI-22061
APPLICATION FOR PERMIT TO DRILL OR DEEPEN - 3 3. inclan, Alttse or Trbe Neme:
AT Work: 7. Unit Agreement Name:
A Type of ok DRILL (& DEEPEN [ Monument Butte
H . 8. Farm or Lease Name:
8. Type of Woll: oLl GAs [[J OTHER: SINGLE ZONE[] MULTIPLE ZONE [] Monument Butte State
2. Name of Operator: i Well Number:
Inland Production Company
3. Add 10. Fieid and Pool, or Wiidcat:
P.O. Box 1"”6 Roosevelt, UT 84066 (801) 722- 5103
4, Location of Well (Footages) 11. Qtr/Qtr, Section, Township, Range, Meridian:
At Surface: SE/ NE SE /NE
At Proposed Producing Zone: 002" FEL & 1981' FNL Sec. 36, T8S, R16E
14, Distance in miles and direction from nearest town or post office: 12, County: 13. State: UTAH
13.5 miles southeast of Myton, Utah - Duchesne
15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this weli:
property or lease line (feet): 6621 62'0 uo
18. Distance to nearest weill, dritling, 19. Proposed Depth 20. Rotary or cable tools:
completed, or applied for, on this lease (feet): ]_308' 6500 ] Rotary
21. Elevations (show whether DF, AT, GR, etc.): 22. Approximate date work will start:
5363' GR 1st Quarter 1996
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
12 1/1 8 5/8 244 300" 120 sx Class G + 2% CaCl
1771/8 5 1/2 15.5# TD 00 sx Hilift followed by
00 sx Class G w/ 2% CaCl
DESCHIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive Zone. if proposal is to drill or deepen di ionally, give pertinent data on
ions and d and true vertical depths. Give blowout preventer program, if any.

24, ,
Name & Signature: M W cc 401/- TeeQperations Manager pate: 12/7/9%

(This space for State use only)

APt Number Assigned: yj e 0/} - 3/54? Approval:

(1\93) (See Instructions on Reverse Side)




INLAND PROBUCTION cCo.

WELL LOCATION PLAT
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SURVEYOR’S CERTIFICATE

| HEREBY CERTIFY THAT THIS PLAT WAS PREPARED
FROM FIELD NOTES OF AN ACTUAL SURVEY
PERFORMED 8Y ME, DURING WHICH THE SHOWN
MONUMENTS WERE FOUND OR ESTABLISHED.

-

JER ED, REGISTERED [AND SURVEYOR,
C HCA NO. 148951 (UTAH)

JERRY D. ALLRED & ASSOCIATES
SURVEYING CONSULTANTS

121 NORTH CENTER STREET
P.0. BOX 975
DUCHESNE, UTAH 84021
(801)—-738-5352




JOHNEON WATER DISTRICT
R.R. 3 BOX 3188
RONSEVELT, UT BAOB6
TELEPHONE (801) 722-2620

October 17, 1995

TO WHOM IT MAY CONCERN:

l?land Production Company has purchased a 3 inch water connection
with Johnson Water District to supply Monument Butte oilfield.

Johnson Water District has given permission to Lomax Exploration
Company to use water from our system for the purpose of drilling
and completing the Monument Butte State 4-36, 9-36, 6-36, 8-36,
1A-36. .

Singerely,

Farer M%

Karen Ashby,
Secretary



MONUMENT BUTTE STATE #8-36
SE/NE SEC. 36, TSS, RIGE
DUCHESNE COUNTY, UTAH
ML-22061

HAZARDOUS MATERIAL DECLARATION

INLAND PRODUCTION COMPANY guarantees that during the drilling & completion of the
above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of
any of the hazardous chemicals contained in the Eavironmental Protection Agency's
consolidated list of chemicals subject to reporting under Title III Superfund Amendments and
Reauthorization Act (SARA) of 1986.

INLAND PRODUCTION COMPANY guarantees that during the drilling and completion of
the above referenced well, we will use, produce, store, transport or dispose less than the
threshold planning quantity (T.P.Q.) of any extremely hazardous substances as defined in 40
CFR 355.



INLAND PRODUCTION COMPANY
MONUMENT BUTTE STATE # 8-36
SE/NE SECTION 36, T8S, R16E
DUCHESNE COUNTY, UTAH

IEN POINT WELL PROGRAM

GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

Green River Formation 3030° - 6400' - OQil

PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set @ 300' (New)
5 1/2%, J-55, 15.5# w/ LT&C collars; set at TD (New)

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:
The operators minimum specifications for pressure control equipment are as follows:

A 8" Double Ram Hydraulic unit with a closing unit will be utilized. Pressure test of BOPS's
will be checked daily.

(See Exhibit F)

It is proposed that the hole be drilled with 2% KCL mud to a depth of 6500°.
The mud system will be a water based gel-chemical, weighted to 10.0 ppg as necessary
for gas control.

AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.
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MONUMENT BUTTE STATE # 8-36

TESTING, LOGGING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that the
logging will consist of a Dual Induction Laterolog, Compensated Neutron-Formation Deasity
Log. Logs will run from TD to 3500°. The cemeat log will be run from PBTD to cemeat top.
The use of mudloggers to be determined at a later date.

ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:
The anticipated bottom hole pressure is 1800 psi. It is not anticipated that abnormal

temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
eacountered in this area.

It is anticipated that the operations will commence the 1st quarter of 1996 and take
approximately eight (8) days to drill.



INLAND PRODUCTION COMPANY
MONUMENT BUTTE STATE #8-36
SE/NE SEC. 36, T8S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

EXISTING ROADS
See attached Topographic Map "A"

To reach Inland Production Company well location site Monumeat Butte State #8-36
located in the SE1/4 NE 1/4 6E, S.L.B. & M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles + to the junction of this
highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 6.3
miles to its junction with an existing dirt road to the southwest; proceed southwesterly along
this road 2.8 miles to its junction with an existing dirt road to the south; proceed southerly
along this road .8 miles to its intersection with an existing dirt road to the east. Proceed
easterly along this road 2.1 miles to its intersection with the beginning of the proposed access
road, to be discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 53 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads
are maintained by County Crews.

The aforementioned dirt oilfield service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be
maintained at the standards required by the State or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item #1 in the NW1/4 NE1/4
Sectioa 36, T8S, R16E, S.L.B. & M., and proceeds in a northeasterly direction approximately
2000’ to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of the centerline) with
drainage ditches along either side of the proposed road whether it is determined necessary in

order to handle any run-off from normal meteorological conditions that are prevalent to this
area. The maximum grade will be less than 8%.



MONUMENT BUTTE STATE #8-36

There are no culverts required along this access road. There will be barrow ditches and turnouts
as needed along this road.

There are no fences encountered along this proposed road. There are no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

LOCATION OF EXISTING WELLS

There are elevea (11) producing, two (2) injection, Inland Production Co. wells,

three (3) producing, and oae (1) injection , and one (1) P&A Balcron wells, within a one (1)
miile radius of this proposed location.

See exhibit "D".

LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum the eatire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per Sundry Notice if the well is completed as a producer.

LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipated that the water for this well will be trucked from our pre-
approved Inland Production Company fresh water supply line located at the Monument Butte
#5-35 location as indicated on Topographic Map - Exhibit "C".

In the event this water source is not used an alternate source will be used and all the necessary
arrangements will be made with the proper authorities.

There will be no water well drilled at this site.
SOURCE OF CONSTRUCTION MATERIALS
See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road. (Pit lining material is referred to in Item #7.)

A mineral material application is not required for this location.



MONUMENT BUTTE STATE #8-36

METHOQDS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet - Exhibit "E".

If the reserve pit is lined, itwill be constructed with a plastic nylon reinforced line so as not to
leak, break, or allow discharge. It will be a minimum of 12 mil thickness with sufficient
bedding (either straw or dirt) to cover any rocks. The liner will overlap the pit wall and be
covered with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could
puncture the liner will be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not
to exceed one hundred tweaty (120) days. During the one hundred twenty (120) day period, in
accordance with the Onshore Order #7, an application for approval of permaneat disposal
method and location, along with required water analysis, shall be submitted for the Authorized
Officers approval.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site
at the completion of the drilling activities.

ANCILLARY FACILITIES

There are no ancillary facilities planned for at the preseat time and none foreseen in the near
future.

WELL SITE LAYOUT

See attached Location Layout Sheet - Exhibit "E".
The reserve pit will be located on the north between stakes 4 & 5.
No flare pit will be used on this location.

The stockpiled topsoil (first six (6) inches) will be stored on the southwest corer
near stake #8.

Access to the well pad will be from the east between stakes 7 & 8.

Fencing Requirements
All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.
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11.

b)

MONUMENT BUTTE STATE #8-36

The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

Corner posts shall be cemented and/or braced in such a manner to keep tight at all
times.

Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteea (16) feet.

All wire shall be stretched, by using a stretching device, before it is attached to the
corner posis.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

ELANS FOR RESTORATION OF SURFACE

a)

b)

Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for
production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before
back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be re contoured to the approximated natural contours. The
reserve pit will be reclaimed within one hundred tweaty (120) days from the date of
well completion. Before any dirt work takes place, the reserve pit must have all fluids
and hydrocarboas, all cans, barrels, pipe, etc., removed.

Whea the drilling and completion phase ends, reclamation of unused disturbed areas on
the well pad/access road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as recommeaded by the
Authorized Officer. The seed mixture will be per State specifications, and stated in the
conditions of approval.

Dry Hole Abandoned Location
At such time as the well is plugged and abandoned, the operator shall submit a

subsequeat report of abandonment and the State will attach the appropriate surface
rehabilitation conditions of approval.

SURFACE OWNERSHIP - State of Utah
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MONUMENT BUTTE STATE #8-36

OTHER ADDITIONAL INFORMATION

8) Inland Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately
stop work that might further disturb such materials, and contact the Authorized Officer.

b) Drilling rigs and/or equipment used during drilling operations on this well site will not
be stacked or stored on State Lands after the conclusion of drilling operations or at
any other time without State authorization. However, if State authorization is
obtained, it is only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

The Cultural Resource Survey Archaeological Report is attached.
Additional Surface Stipulations
All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. Inland Production is fully responsible for

the actions of its subcontractors. A copy of these conditions will be furnished to the field
representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the
construction of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the
State office at (801) 538-5340, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.
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MONUMENT BUTTE STATE #8-36

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt, Utah 84066
Telephone: (801) 722-5103
Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of Well #8-36 SE/NE Section 36, Township 8S, Range 16E: Lease ¥#ML-22061;
Duchesne County, Utah: and is respousible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby cextify that I, or persons under my direct supervision have inspected the
proposed drill site and access route; that I am familiar with the conditions which currently exist;
that the statements made in this plan are true and correct to the best of my knowledge; and that
the work associated with the operations proposed here will be performed by Inland Production
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statemeat is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statemeat.

1Z-1Y4- 95 Do chd‘%

Date Brad Mecham
Operations Manager
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EXHIBIT "D"
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EXHIBIT "E"

o=

INLAND PRODUCTION CoO.
WELL LAYOUT PLAT
MONUMENT BUTTE STATE #8-36
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A CULTURAL AND PALEONTOLOGICAL RESOURCES
SURVEY OF MONUMENT BUTTE STATE WELLS
1A-36, 8-36 AND 9-36 AND ACCESS ROADS,
DUCHESNE COUNTY, UTAH
by

Michael R. Polk
Archaeologist

and

Kathie A. Davies
Assistant Archaeologist

Prepared for:

Inland Production Company
P.O. Box 1446
Roosevelt, Utah 84066

Prepared by:

Sagebrush Archaeological Consultants, L.L.C.
3670 Quincy Avenue, Suite 203
Ogden, Utah 84403

Under Authority of Utah State Antiquities Permit No. U-95-8J-0674s

Archaeological Report No. 818-01

November 30, 1995



INTRODUCTION

In November 1995, Inland Production Company (Inland) of Roosevelt, Utah requested that
Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural resources
inventory of Inland’s Monument Butte State wells #1A-36, 8-36 and 9-36 and their
accompanying access roads located on state lands in Duchesne County, Utah (Figure 1).

The proposed wells are located in T. 8S., R. 16E., S. 36. The project area lies on USGS 7.5'
Quadrangle Myton SE, Utah (1964). The project was carried out by Michael R. Polk on
November 26, 1995 under authority of Utah State Antiquities Permit No. U-95-SJ-0674s.

Previous surveys conducted in the project area reveal numerous projects. Martha Hayden,
Paleontologist, with the Utah Geological Survey was consulted on November 28, 1995
concerning paleontological localities in the project area.

Due to the large number of projects conducted in this area, individual project descriptions
will not be listed. A total of 12 individual sites and three paleontological localities have been
previously recorded in the vicinity of the current project area. Following is a brief description of
each of the 12 cultural resource sites and three paleontological localities previously recorded near
the current project area:

Cultural Resources Sites

Site 42Dc341. This site, located northwest of Castle Peak Draw, is a lithic quarry with
cores, lithic siltstone flakes, and one siltstone biface. This site was recommended NOT
eligible to the National Register of Historic Places (NRHP).

Site 42D¢381. This site, located on the south slope in the vicinity of Castle Peak Draw, is a
thin scatter of flakes and a biface. The site shows signs of depth and may reveal further
information about the areas early inhabitants and is considered ELIGIBLE to the NRHP.

Site 42Dc426. This site. located on the north side of a low butte, northwest of Castle Peak
Draw, contains both a historic and prehistoric component. The site consists of a prehistoric
lithic scatter with groundstone fragments and various lithic tools including bifaces, cores,
choppers, and manos. In addition to the prehistoric component, a light scatter of historic tin
cans and one historic petroglyph were noted at the site. This site was recommended
ELIGIBLE to the NRHP.
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Figure 1.

Location of Inland Production Company’s Monument Butte State wells #1A-36, #3-
36 and #9-36 and their access roads. Taken from: USGS 7.5' map Myton SE, Utah
(1964).




Site 42Dc428. This site, located on a ridgetop north of Castle Peak Draw, is a modern
sheep camp which probably dated to the 1940's. The site consists of a small scatter of trash
including tin cans, glass, bailing wire and ceramics. This site was recommended NOT

eligible to the NRHP.

Site 42Dc305. This site, located in the cut of a dirt road east of Wells Draw, is a sparse
lithic scatter consisting of four to five worked pieces of chalcedony and one secondary flake
of the same material. This site was recommended NOT eligible to the NRHP.

Site 42D¢732. This site, located in the Castle Peak Draw vicinity, is an extensive lithic
scatter and surface occupation containing several hearths. The site was recommended
ELIGIBLE for the NRHP.

Site 42D¢763. This site, located in Castle Peak Draw area, is a lithic scatter associated with
a sandy bench. This site was recommended ELIGIBLE to the NRHP.

Site 42Dc764. This site, located in Castle Peak Draw area, is a small lithic scatter. The site -
was recommended NOT eligible to the NRHP.

Site 42Dc¢854. This site is a large prehistoric campsite located in a dunal area. This site
consists primarily of a large (500-plus flakes) lithic scatter. Primary flakes are dominant with
secondary common, tertiary flakes, shatter and cores present but rare. Fire-cracked rock
(FCR) was scattered through the site in eroded areas. No particular FCR configurations were
noted possibly due to the deflated nature of portions of the site. Seven crude bifaces and two
possible groundstone fragments (one a possible mano fragment) were also located at this site.
This site was recommended ELIGIBLE to the NRHP.

Site 42Dc907. This site consists of a sparse lithic scatter located on a low bench just north
of a small knoll. The single tool located at the site was a biface. No diagnostic tools or
features were noted at the site. This site was recommended NOT ELIGIBLE to the NRHP.

Site 42D¢908. This site consists of a large lithic scatter and is located on a gently sloping
bench above a large drainage and below a small knoll. Tools located at the site include
sixteen bifacially worked tools and two cores. No diagnostic tools or features were noted.
This site was recommended ELIGIBLE to the NRHP.

Site 42Dc909. This site, located on a sandy bluff flanked by three drainages, consists of a
large and sparse lithic scatter. Artifacts noted include approximately 150 lithic flakes, three
bifaces and a drill. No features and no diagnostic tools were noted. This site was
recommended ELIGIBLE to the NRHP.



Paleontological Localities

Locality 42Dc103P. This locality, situated in the NW'4SEY of Sec. 25, consists of plant
specimens and a possible fish tail fossil found in an outcropping of sandstone in the Uinta
Formation. This locality is considered IMPORTANT.

Locality 42D¢224V. This locality consists of several fossilized turtle shells eroding out of
the portion of Uinta Formation exposed along the south side of well pad #15-36. These
exposures are located 43 and 48 yards (39 and 43 m) south of the center stake. Fragments of
what appear to be "a small fossil lizard jaw" were found 15 yards southwest of corner #8 of
the well pad. This locality is considered SIGNIFICANT.

Locality 42Dc225V. This locality consists of fragmented pieces of turtle shell scattered
about the southwest portion of well #10-36. This material may have been transported by
water action to this location from the outcrop immediately to the south. Additionally, a
number of turtle shell fragments were found around the hill northeast of the well pad. This
locality is considered IMPORTANT.

ENVIRONMENT

The project area lies in dissected tablelands south of Pleasant Valley. The elevation of the
project area ranges from approximately 1624 to 1655 m (5330 to 5450 feet a.s.l.). Sediments
consist of light brown to buff silty and sandy loam with occasional sandstone outcroppings.
Vegetation in the survey area consist of shadscale community species. Noted species include
cheat grass, four-wing salt brush, shadscale, sagebrush, prickly pear cactus, buckwheat, and
bunch grass. The nearest permanent water source is Wells Draw which lies 3.62 kilometers (2.25
miles) to the west-northwest of the well pads. Natural disturbance in the area is primarily in the
form of aeolian movement of sand and some water erosion. Cultural disturbance includes
grazing, and a 2-track road.

METHODOLOGY

The project area consists of three 40,469 m? (10 acre) parcels of land 201-by-201 m (660-by-
660 ft) centered on the proposed well heads and access roads connecting the well locations to
pre-existing access roads. The well pads were inventoried by Michael R. Polk walking parallel
transects spaced no more than 15 meters apart. The well pad access roads, which totaled 621 m



® @

(2038 ft) in length, were walked in two parallel transects spaced 10 m (33 ft) apart to covera
corridor width of 30 m (100 ft) each. The area surveyed during this project (including all well
pads and access roads) totaled 140,426 m? (34.7 acres).

RESULTS

No new cultural resources sites were located during this survey. Also, no new
paleontological localities were noted.

RECOMMENDATIONS

Based on these findings cultural and paleontological clearance is recommended for the
proposed project.

This investigation was conducted with techniques which are considered to be adequate for
evaluating cultural and paleontological resources which could be adversely affected by the
project. However, should such resources be discovered during construction, a report shoulid be
made immediately to Kenny Wintch, Archaeologist, at Utah State Lands and Forestry in Salt

Lake City.
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lﬂ State of Utah
) Division of Oil, Gas & Mining (OGM)

ON-SITE PREDRILL EVALUATION AND REVIEW

FOR

APPLICATION FOR PERMIT TO DRILL (APD)

OPERATOR:
INLAND PRODUCTION COMPANY

WELL NO:
MONUMENT BUTTE STATE 8-36

LEASE NO:
ML - 22061

API No:
43-013-31598

LEASE TYPE:

State [}q

res [ ]

PROPOSED LOCATION

1981 FNL 662 FEL

%/%: SECTION: TOWNSHIP: RANGE:
SE NE 36 8 S 16 E
COUNTY : FIELD:

DUCHESNE MONUMENT BUTTE (105)
SURFACE:

BOTTOM HOLE:
SAME AS THE SURFACE

GPS COORDINATES:
580154 E 4436443

N

SURFACE OWNER:
STATE OF UTAH

SURFACE AGREEMENT: Yes I] No E CONFIDENTIAL: Yes D No D
LOCATING AND SITING:
UAC R649-2-3. Unit
| X :UAC R649-3-2. General
UAC R649-3-3. Exception
UCA 40-6-6. Drilling Unit - Cause No.




DRILLING PROGRAM:

The following information is included in the Application for Permit to Drill
submitted.

1. Surface Formation and Estimated Tops/Geologic Markers

2. Estimated Depths and Names of Anticipated Water, 0il, Gas or
other Mineral Bearing Formations

(All fresh water sands encountered during drilling shall be
recorded and reported to the Division on Form 7.)

3. Well Control Equipment & Testing Procedures

4. Proposed Casing and Cementing Program

5. Mud Program, Circulating Medium, and Monitoring equipment
6. Coring, Testing, and Logging Program

7. Expected Bottom Hole Pressures and any anticipated Abnormal

Pressures, Temperatures or Potential Hazards such as hydrogen
sulfide, expectations and contingency plans for mitigating
identified hazards

8. Any other information relative to the proposed operation.




Current Surface Use:__ Domestic livestock grazing and wildlife use.

Proposed Surface Disturbance:_The proposed area will congist of a location and pad

Existing Roads_US Highway 40 to Myton Bench turn off south on county roads to
_Monument Butte Field.

Planned Access Roads - include length of new road, length of existing road to
be upgraded, maximum disturbed and travel surface widths, maximum grades,

turnouts, surface materials, drainage, cattleguards,., The access road will be

Location of existing wells within one-mile radius of proposed location,
include water, injection, producing, drilling with present status of each well

14 Juci 11 i 3 iniecti 11 ] ted withi ] £ thi
_Well site,

Location of Production Facilities and Pipelines, Production facilitijes will
] i the 1 £i i All pipeli ] v i ] .

Location and Type of Water Supply (include Division of Water Rights approval
or identifying number), Monument Butte field well Federal 5-35 injection well.

Source of Construction Material,., Borrowed from the construction of the
_Well pad.

Waste Management Plan, See the attached plan included as part of the APD.

Ancillary Facilities, Nope are required,

Well Site Layout. See the attached map.



10. Surface Restoration Plans

To its original condition.

Affected Floodplain and/or Wetlands:

A 404 dredge and fill permit may be required if this site is in or adjacent to a
wetland or other established drainage or floodplain. (Contact the Army Corps of
Engineers if there are concerns of this nature) N/A.

Flora/Fauna:
Briefly describe the flora found on the proposed site and the fauna evidenced or

proposed location _Vegetation congists of shadscale community

sighted on or near the

Soil Type and Characteristics:__ Light brown to buff colored very fine grained sand.

Surface Formation & Characteristics:___Uinta Formation of the Upper Eocene Age.

Erosion/Sedimentation/Stability:_ Minor erosion, little sedimentation, no stability
-problems anticipated.

Paleontological Potential Observed:_ None observed on field visit.

RESERVE PIT

Characteristics:_located north in cut with dimensions of 50' x 80' x 10',

Lining (Site ranking form attached) _ 20 points,




Cultural Resources/Archaeology (if proposed location is on State land, has an
archaeology clearance been obtained?):

OGM Representative Date and Time



Well Name: -

Company :

Signature: __F, R. Matthews Date:_12/28/95

Signature: D. Jarvis Date:_12/28/95

Signature: __ Dennis L. Ingram Date: __December 20, 1995




Evalu!tion Ranking Criteria and Rankig Score

For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Score Final Ranking
Score

Distance to Groundwater 5
(feet)

>200

100 to 200 5

75 to 100 10

25 to 75 15

<25 or recharge area 20
Distance to Surf. Water 0
(feet)

>1000 0

300 to 1000 2

200 to 300 10

100 to 200 15

< 100 20
Distance to Nearest 0
Municipal Well (feet)

>5280

1320 to 5280 5

500 to 1320 10

<500 20
Distance to o
Other Wells (feet)

>1320 o

300 to 1320 10

<300 20
Native Soil Type 10

Low permeability (4]

Mod. permeability 10

High permeability 20




Fluid Type 5
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or 15
0il Base Mud
Fluid containing
significant levels of 20
hazardous constituents
Drill Cuttings o
Normal Rock 0
Salt or detrimental 10
Annual Precipitation (inches) (]
<10
10 to 20
>20 5
10
Affected Populations ()]
<10 (o]
10 to 30 6
30 to 50 8
>50 10
Presence of Nearby (4]
Utility Conduits
Not Present 0
Unknown 10
Present 15
Final Score 20 points.




The summation of all of the above ranking scores will yield one value which shall

be used to determine the appropriate type of containment, on a case-by-case

basis.

Level
Level
Level

Level

Level

Level

The sensitivity levels are as follows:

I Sensitivity: For scores totaling >20
II Sensitivity: For scores totaling 15 to 19
III Sensitivity: For scores totaling <15

contai t R . te B i to s itivity I ]

I: Requires total containment by synthetic liner, concrete
structure or other type of total containment structure or material.

II: Bentonite or other compatible lining is discretionary
depending on the fluid to be contained and environmental

sensitivity.

III: No specific lining requirements.

Unlined pits shall not be constructed on areas of fill materials.

A pit shall not be constructed in a drainages or floodplain of flowing or

intermittent streams.

Synthetic liners used for lining reserve pits, shall be of 12 mil thickness
or greater and shall be compatible with the fluid to be contained.
Synthetic liners used for lining onsite pits with a longer expected life
shall be a minimum of 30 mil thickness or as approved by the Division.

Synthetic liners shall be installed over smooth fill material which is free

of pockets, loose rocks or other materials which could damage the liner.

Monitoring systems for pits or closed mud systems may be required for

drilling in sensitive areas.
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@\ State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 Wast North Temple
3 Triad Centar, Sulte 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director § 801-538-5340
James W. Carter 801-359-3940 (Fax)
Division Director B 801-538-5319 (TDD)

Michael O. Leavitt
Govemor

January 3, 1996

Inland Production Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Monument Butte State #8-36 Well, 1981’ FNL, 662' FEL. SE NE, Sec. 36,
T. 8 S.. R. 16 E., Duchesne County, Utah '

Gentlemen:

A Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31598.

Sincerely,

R.J. Fi
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

WAPD _



Operator: Inland Production Company
Well Name & Number;: _Monument Butte State #8-36
API Number: 43-013-31598

Lease: ML-22061

Location: SE NE __ Sec. 36 T. . 8S. R.__16E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Qil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prioi' to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational actions.

4. On-site Predrill Evaluation and Review
Compliance with all requirements and stipulations developed during the onsite
evaluation and review.
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BTATE OF UTAH
DIVISION OF QOIL, GAS AND MINING
CEMEMT IMNG ORERATIONR

WEL L NAME: PIOMUMENT BUTTE ST #8--3& BRI MG 4301 3-31538

QTR/-QTR: SENE [ECTION: 36 TOWMNEHIR: 88 ARMNGE _16E

COMPANY NAME: _ INLAND PRODUCTION CO COMPAMY MAMN_BRAD MECHRM

INSPECTOR: DENMIES L. IMGREAHM PRATE: 2,1 3796

CASING INFORMATION: BURFRCE CARIMG: YEZG

SIIE: 8 /8" GRADE: S8 HOMLE SIZE:_ 12 174 DERTH: 3051

PIPE CENTRALIZED: THREE

CEMENTING COMPAMY: HALL TRURTON {(HRRDMOM)

CEMENTIMNG STHRGES: __ SINGLE

SLURRY IMFORMATIOMN:

1. CLARR: M 2o ADDITIVES: & CALCIM CHEORIDE & 1763 PER
SRCK FLO-SERL

LEAD = 180 SREKS TRIt:

2. 8LURRY WEIGHT LES. PER GALLOM:

LEAD: 15,6 PPRE TRIL:

3. WATER (GRL,S8X)

LEAD: S GRLLOMS SER SACK TRIL: _YIELD 1.318
CEMEMNT TO SURFARCE: YES LOST RETURME: MO
I IMCH INFORMATION: WEIGHT CEMENMT TG SURFACE: -
FEET: = CLABE: CROLK: RETURMS

ADDITIONAL COMMEMTS: HOLE pMEARLY DRY, HAD S BARRBEL S OF CEMENMT
T8 SURFACE., HOLE STOOD Fid L OF CEMENT AFTER JOE, DID NOT FOLL.
HALL IRURTON MADE £ MISTOKE AMD BROUGHT THE GDOD STUFF!




17:05 No.012 P.02

Feb 15,96

TEL:801-722-5103

EETE AN C O { B 1] 3
GIVES:On S or, GaS aNG SINIMG OPERATOZ Inland Productica Company oFERaTOR 2CCT. o, N 5160
ENTIT: ACVIGH FORM - roas 6 aooress __P: O. Box 1X%6

Roosevelt, OT 82066

Tton | coamt ; , HXOE 'L A WELE +QCATION [ sc | EFFECTIVE
ggﬁc 3 ;m?‘.:v :to ifl‘-'??‘: Ho. b " WL e (7] 5 TP Re CORMTY BATE DATE
8 | 99999 | [[377 1x3-013~3150d mWon. Butte State #8-36 SeuE| 36 {8S |16E | Duchesne | 2/12/96 {2/12/96

wWELL B CIERTS:

Endily addes] 2-10-9. &/

WILL 2 ComiChvs:

WLL 3 CUMHRIIFS:

WELL 4 COMMERTS:

~ELL 5 LUFSCHTS;

ALTION cmgs (S:e In:tructi:ns 7n back nfdﬂ[‘l: . 13 ey S
A - Estabtish new entily for oew we singls wel} on S

~ Add aew we)l to existing entity (group or uall wdf] Signaturs Cheryl Cameron |
Re-assign weld from one axisting entity to ancther existimg entity -

Re-assign wel) from one existing entity to 2 new entlty Regulatory Compliance Spec.: ‘sutlﬁ[%

moD MK

Other {explain in comments section} - AN

HATE: 3ae COMMENT seclion to explain why each Action (ode was selected. Plone Mo. { 801, 722-5103

13/89)

INLAND PRODUCTION CO.

’



-2/ Zé STA UTAH

DEPARTMENT OF WTURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

210
SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

5. Lssse Designation and Sesiel No.

ML-22061

8. i Indian, Allottes or Tribe Neme

SUBMIT IN TRIPLICATE

7. if unit or CA, Agreement Designstion

1. Type of Well

@Ol Wel DG& well DO&M

Monument Butte State

@. Well Neme and No.

2. Name of Operstor
Inland Production Company

Mon Butte State #8-36

§9. API Well No.

3. Address and Telephone No.

P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-5103

43-013-31698

10. Fiold and Pool, or Exploratory Area

4. Loastion of Wel (Footage, Seo., T., R., M., or Survey Desoription)
SE/NE 662' FEL & 19871' FNL
Sec. 36, T8S, R16E

Monument Butte

11. County or Parish, State
DUCHESNE, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of intent D Abandonment D Change of Plans
D Recompletion D New Construction
D Subsequent Report D Plugging Back D Non-Routine Fracturing
]  casing repaic ]  water shut-off
[]  Finel Abandonment Notice [C]  Anering Casing ]  conversion to injection
D:] Other  Spud Notificstion D Dispose Water
Blgse: Papert resulte of mudtiple eowpletion an Well
Camgletion or Fecamplstion feport and Log form.)
13. Desoribe Proposed or Completed Op {Clearly state all pertinent details, snd give pertinent detes, inoksdi imeted date of starting sny proposed work. If well is directioally
drilled, give subsutface k ione and d and true vertical depths for all markers and 20nes pertinent to this work)

Drilled 12 1/4" hole w/ Leon Ross Rathole Rig to 305°.
Cmt w/180 sx Prem Plus w/ 2% CaCl + 1/4#/ sk flocele.

SPUD © 10:00 A.M. 2/12/96.

Regulatory Compliance Speciaslist

Date 2/15/96

14.|m.w»nwmntmmmmbmm
suned _Cheryl Cameron | N onTee
{

(This space of Federal or State oftive use.)

Approved by Title Date
Conditions of approvel, if sny:
Title 18 U.8.C. Section 1001, maekes it a orime for any person knowingly to make to any department of tha United States any false, fiotiti or frauduh or ione ss

to any matter within its jurisdiotion,




® ® .~
ision of 0i1, Gas and Mining 4[ /0/3 5/
PHONE CONVERSATION DOCUMENTATION FORM

_36

nal/cop
[] Well F1le /”p§c§ f 5 é [] Suspense [] Other
(Return Date)
(Location) Sec___ Twp Rng (To - Imitials)
(API No.)

/
1. Date of Phone Call: Z7[“_/ y " ?é‘ Time: Sz %‘J

2. DOGM Employee (name) Mw (Initiated Call [‘3’)/
Talked to:

Na M@M Initiated Call []) _ Phone No. (1 JZ2~J 703

of (Company/ Organ1zat1on) M‘ﬁ/ W&L"“

3. Topic of Conversation: M W‘/M / /ﬂm
MAS F-3b. ;%me MWMJ%gf
2L =3 ¢ Uz//” Md/m Ztsre ir v

. Highlights of Conversation: éf«/@& / ﬁx C/M\—/
/Z/ Wa%@ %‘Wa/&m Sz
A oA A oo st PR =
Qs QI\Q ) Y BEoard . %/«AMA/W\-
Wiee blead-Y oy bl 4 on 4/}4“% A2
M *‘{7“}” MHA// ‘741) ,Q%Q,«uub

N




ST F UTAH ‘
DEPARTMENT OF WATURAL RESOURCES

DIVISION OF OiL, GAS, AND MINING @ E @ E T { \\}7 E | ———

SUNDRY NOTICES AND REPORTS ON WELLS ML-22061

t
Do not use this form for proposals to drill or deepen or reentry to a 3 nt reservoir. “ . i indien, Alottes or Tribe Name
Use "APPLICATION FOR PERMIT -" for such propos APR 18 1352

. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Welt DIV Of ot GAS& N Monument Butte State

Eoi Well DO& well Doﬂnv |8. Well Name and No.

2. Name of Operator Mon Butte State #8-36
Inland Production Company 9. APt Well No.
3. Address and Telephone No. 43-013-31698
P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-6103 10. Field and Pool, or Exploratory Area
4. Looation of Well (Footage, 8ec., T., R., M., er Survey Desoription) Monument Butte
SE/NE 662’ FEL & 1981' FNL 11. County or Parish, State
Sec. 36, T8S, R16E DUCHESNE, UT
12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of intent [:] Abandonment [:] Change of Plans
D Recompletion D New Construction
[]  subsequent Report [] Pugging Back []  Non-Routine Fracturing
]  cCasing repair [  water shut-oft
[]  Final Abandonment Notice ]  Anering Casing [J conversion to injection
[x]  other Weskly Status [] Dispose Water
Note: Report results of wastiple completion on Well
Completion or Rscompistion Mepart end Log form )

13. Desoribe Proposed or C d Operations (Clearly state all pertinent detaile, and give perti dates, includi i d date of ing any d work. If well ie directioally
drilled, give subsurface looations and measured and true vertioal depths for all markers and zones pertinent to this work}

WEEKLY STATUS REPORT FOR WEEK OF 4/2/96 - 4/7/96:

Drilled 7 7/8" hole w/ Kenting Apollo, rig #69 from 306’ - 6200°. Set 6202.68’' of
5 1/2% J-856 csg. Cmt w/ 3256 sx Hifill followed by 375 sx Thixo w/ 10% Cal-Seasl.

g
14. 1 hereby oertify that the foregoing is true Wndcorrect !\
sined  Cheryl Camero Title Regulatory Compliance Specislist Date 4/9/96

{This spsce of Federal or State oftive use.)

Approved by Title Date

Conditions of approval, if any:

Tithe 18 U.8.C. Section 1001, makee &t a otime for any petson knowingly to make to any department of the United States any falss, fiotiti or of 1ep! { as

to any matter within its jurisdiotion.




DEPARTMENT OF ¥

STA

F UTAH
URAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

DECENELR

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or deepen or reentry to a diff¢rent otoA?nR ]_

&

¢

Loy

Use "APPLICATION FOR PERMIT -" for such proposais

SUBMIT IN TRIPLICATE

mzv. OF OIL, GAS &

04 "~
WA

d

jtb-wbn and Seriel No.

L-22061

Hﬁfﬁ, Alottes or Tribe Neme

Min R

1. Type of Wel
Ol Welt

[ Jowe

uplt or CA, Agresment Designstion

| “‘Monument Butte State

[Jos wer
2. Name of Operator

Inland Production Company

IG. Woell Name and No.

Mon Butte State #8-36

3. Address and Telsphone No.
P.O. Box 1446

Roosevelt, Utah

8 4 0 6 6

(801) 722-5103

19. APl Well No.

43-013-31698

4. Looation of Well (Footage, Sec., T., A., M., or Survey Deseription)

10. Fisld and Pool, or Exploratory Atea

Monument Butte

SE/NE 662' FEL & 1981’ FNL 11. County or Parish, State
Sec. 36, 78S, R16E DUCHESNE, UT
12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of intent D Abandonment D Change of Plans
[J  recompletion []  New Construction
[]  subsequent Report ]  Pweging Back []  Non-Routine Fracturing
[J  casing repair [J  water shut-ott
[]  Final Abandonment Notice []  Attering Casing ]  conversion to injection
[X] oOther Weekly Status []  Dispose water
$lete: Pupart resulte of mudtiple semplation en Well
Complesion or Recarpletion Report and Lag ferm.)
13. Desoribe Py d or C d Op {Cloarly state all pertinent details, and give perti dates, inchudi imated date of ing sny propased work. if well is directioally

drilled, give and

d and true vertical depthe for all markers and zones pertinent to this work)

WEEKLY STATUS REPORT FOR WEEK OF 4/2/96 - 4/8/96:

Drilled 7 7/8" hole from 306°'-6200' w/Kenting Apollo, Rig #69.
Run 6202.68’ of 15.5# J-55 csg. Cmt w/326 sx Hifill and 375 sx

Thixo w/10% C

alseal.

— —

oorreot

D\ e\

Title

i
7 Cafmeron

heryl

Regulatory Compliance Specialist

Date 4/17/96

(This space of Federsl or State effice uss.)

Approved by

Tithe

Conditions of appioval, if sny:

Date

Title l.U.C.C.SootbnIml,mllotbnoMlnvwmknowmumduto-wdwmma'mumd&ntnlwhlu," it or

to any matter within its jurisdiotion.

or




STA} UTAH
DEPARTMENT OF URAL RESOURCES
DIVISION OF OiL, GAS, AND MINING

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or deepen or reentry to a different reservoir.

5. Lesse Designation and Seriel No.
ML-22061

8. if Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals RS AT T
AR ] %m It NN
(RPN =2 L0 L NF iy 'w;'muu CA, Agresment Designation
SUBMIT IN TRIPLICATE : ;X | t ! t L,’
1. Type of Wel _JL'\; prn syt - |l Mdnument Butte State
08 Well [:je-ml Do«m P S "7 |6 wel Ndme snd No.
2. Nema of Opetater ! Mén Butte State #8-36
Inland Production Company M T, anwéamo.
3. Addrese and Telephone No. 43-013-31698
P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-6103 10. Fiold and Pool, or Exploratory Ares
4. Looatien of Well (Fostage, See., T., R., M., o Survey Description) Monument Butte
SE/NE 662' FEL & 1981°' FNL 11. County or Parish, State
Sec. 36, T8S, R16E DUCHESNE, UT

12

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
D Recompletion D New Construction
[C]  subsequent Report ] Pwgging Back [C]  Non-Routine Fracturing
[J casing repair ] water shut-off
]  Final Abandonment Notice []  Anering Casing [] conversion to injection
[X] other Weekly Status [] Dispose Water
Note: Papart resulte of mudtiple carvpletion on Well
Campletion or Rscoerpletion Feport end Log fewn.)
13. b ibe Pr d or C d Oy {Clearly state all pertinent details, and give dates, inoludi d date of ing any proposed work. If well is directioally
diilled, give sub fo and d and true vertioal depths for all markers and zones pertinent to this work)

WEEKLY STATUS REPORT FOR WEEK OF 415/96 - 4/19/96:

Perf CP-4 sd 6100°-6106'
Perf CP-1 sd 5844°'-5863'
Perf A sd 5463'-5487' & 56502°-5506'

R

Title Regulatory Compliance Specialist Date 4/23/96
Cheryl Carheron
(This space of Federal or State offive uss.)
Approved by Tithe Date

Cenditione of approval, ¥ sny:

e
Tithe 18 U.8.C. Seotion 1001, makee &t & orime for any person knowingly to make to sny department of the Unked States any false, fiotith
10 any matter within its jurisdiction.




STAT] UTAH .
DEPARTMENT OF URAL RESOURCES )
DIVISION OF OIL, GAS, AND MINING

|5. Lasse Designation and Serisi No.

SUNDRY NOTICES AND REPORTS ON WELLS ML-22061
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. W indien, Alottes or Tribe Neme
Uses "APPLICATION FOR PERMIT -" for such proposals
7. ¥ unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE
1. Type of Well Monument Butte State
Em wet DOu wel Doum |9, Well Name and No.
2. Neme of Operator Mon Butte State #8-36
Inland Production Company 8. AP Wel No.
3. Address end Telephone No. 43-013-31698
P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-6103 10. Fisid and Pool, or Explorstory Area
4. Loostion of Well (Footage, 8., T., R., M., or Survey Desoription) Monument Butte
SE/NE 662' FEL & 1981° FNL 11. County or Parish, State
Sec. 36, 78S, R16E DUCHESNE, UT

12 CHECK APPROPRIATE BOX({s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of intent D Abandonment D Change of Plans
D Recompletion D New Construction
E Subssquent Report D Plugging Back D Non-Routine Fracturing
D Casing repair D Water Shut-off
[]  Fnal Abandonment Notice []  Anering Casing [  conversion to Injection
[x] other Weekly Status [J  Dispose Water
Blote: Maport results of mubliple eompletion on Well
Cosmpletion or Recorpletion Mepart and Log form.)
13. Desoribe Pr d or C d Opetations (Clearly state all pertinent deteils, and give pertinent dates, inoluding estimated date of starting any proposed work. If well is directioally
driled, give subsuriace locations snd d and true verticsl depths for all markers and zones pertinent to this work)
WEEKLY STATUS REPORT FOR WEEK OF 4/20/96 - 4/26/96:
Perf D sd 4974°-4977°, 4979°-4986°, 4988°'-4990"' & 4995°'-4998" D E E ]I V [E

TIH w/ production string

ON PRODUCTION 4/27/96 MAY ¢ 6 1596

DIV. OF OIL, GAS & MINING

Tidle Regulatory Compliance Specialist Date 5/3/96
eryl Cameron
{This spaoce of Federal or State offics uss.)
Approved by Title Date
Conditions of approval, i any:
?hbl!U.B.C.BootbnlOO!,mduohambmhvwwmkmwmwmmawmmdmuﬂodsutnmvldu,“ itious or fraud: or C as

10 any matter within its jurisdiotion.




Forr1 OGCC-3
. SUBMIT IN D" ATE®
STATE OF UTAH i See other in-

strucuons_ on
reverse side)

5. LEASE DESICNATION AND SERIAL NO.

ML-22061

6. IF INDIAN, ALLOTTEE OR TRIBE NAME

OIL & GAS CONSERVATION COMMISSION

11"..,v.‘! -
W e m e et e

ta. TYPE OF WELL: UL m WL : "L} D )n.’.,:..‘ " AR ';‘: T. UNIT AGREEMENT NAME
% TYPE OF COMPLETION: : i'\ \ i\ ] i
NEW 1 woRrK T DEETD- Y PLCG DIFF. - PELAS -
WELL X ovkr J ex E pack ‘] RESY LG'-.:I Other J i 2 s 3. FARM OR LEASE NAME
2. NAME OF OPLRATOR ‘ Monument Butte State
R ; 9. WELL NO.
Inland Production Company .
3. ADDRESS OF OPERATOR - st #8-36

10. FIZLD AND POOL, OR WILDCAT

P.0. Box 1446 Roosevelt, Utah 83066

e s s
[t
1. LOCATION OF WELL | Report location clearly and in accordance unth any State requlremcnn)‘

At surface SE NE 11. 8EC.. T.. R., )., OR BLOCK AND SURVEY

OR AREA
At top prod. interval reported below 662' FEL & 1981' FNL
: Sec. 36, T8S, R16E
At total depth

| 14 PERMIT NO. ) DATE ISSUED 12. COUNTY OR 13. STATE
l PARISH
43-013-31598 | 1/3/96 Dy » uy
{5 DaTr SPUDDED | 16. DATE T.D. REACHED | 17. DATE COMPL. (Ready to prdd.) 18. ELEVATIONS (DF, RKB, BT, B, £TC.)* | 19. ELEV. CASINGHEAD
2/2/96 4/6/96 1/27/96 5363' GR
20. TOTAL DEPTH, MD & TVD 21, PLUG, BACK T.D.. MD & TVD 22, IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
| HOW MASNY® DRILLED BY
6200" 6157" — | X l

25. WAS DIRECTIONAL

24. PRODUCING INTERVAL(S), OF THIS COMPLETION—TOP, BOTTOM, NAME (MD AND TVD)® Green River
SCRVEY MADD

6100'-6106"; 5844'-5853'; 5H463'-5U87', 5502'-5505'; H9TH'-49TT";

4979'-4986"; 4988'-4990', 4955'-4998" : } No

28. TYPE ELECTRIC AND OTHER LOGS RCUN 27. WAS WELL CORED
CBL, DLL, No

28. CASING RECORD (Report all strings set in well)

CASING SIZE T WEIGRT, LB./FT. DEPTH SEY (MD) | HOLEZ SIZE ' CEMENTING RECORD AMOUNT PULLED

8 5/8 |_oug 302°* '12 1/4 150 sx Prem+2% CC+1/8#/sk|flocele —

5 1/2 \_15.5# i__6203" |7 7/8 325 sx Hifill & 375 sx Thixo —w/10%—
H . t c ]S_. 1 .
! i !

29. LINER RECORD 30. TUBING RECORD
s12E i TOP (MD) ! 30TTOM (MD) SACKS CEMENT® SCREEN (MD) s1ze ] DEPTH SET (MD) PACKELR 3ET (MD)
{ ! {

31. PERYORATION RECORD (Intervai, swze and numder) 32. ACID, SHOT. FRACTURE, CEMENT SQUEEZE, ETC.
CP-4 6100'-6106" DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATEIRIAL CSED
CpP-1 58441 -5853" See Back

A 5463'-5487"', 5502'-5505"
D 497477, H979'-86"
4988'-90', 4995'-98"'
33.* PRODUCTION
DATE FIRST PRODUCTION | PRODUCTION METHOD (Flowing, gas lift, pumping—size and type of pump) wn;.z. STATUS (Producing or
shut-in)
4/27/96 Pumping - 2 1/2 X 1 1/2 X 14 RHAC pump Producing
DATE OF TEST HOURS TESTED CHOKE SI1ZE PROD'N. FOR OIL—BBL. GAS—MCF. . WATEZR—B8BL. GAS-OIL RATIO
| l TEST PERIOD . |
7 Day Avenage 5/96 N/A 2770 | 90 | 58 Loy .6hn
FLOW. TUBING PRESS. | CASING PRESSURE | CALCULATED OIL—BBL. GAS—MCF. WATER—BBL. OIL GRAVITY-API (COBR.)
24-B0CR RATE I
|| — I |

34. DISPOSITION OF GAS (Soid, used for Juel, vented, etc.) i TEST WITNESSED BY
Sold & Used For Fuel

35. LIST OF ATTACHMENTS
Items Listed in #26

38, 1 heredy cpRify that the foregoing and attached information s complete and correct as determined from all available recorda

rirLe Regulatory Compliance Specialigire 5/20/96
*(See Instructions and Spaces for Additicnal Data on Reverse Side)
e




- T

INSTRUCTIONS

General: This form 18 deslgned for aubmitting a complete and correct well completion report and Jog on all types of Iands sod lenses to elther n Federal ngency or a State ageney,
or both, pursuant to applicable Federal and/or State Inwa and regulations. Any necessary speclal instructions concerning the use of this form and the number of copies to be
gubmitted, partieularly with regnrd to local, areg, or reglonal procedures and practices, either are shown below or will be issued by, or may be abtained from, the toeal Federal
and/or State office,  Ree Inatructions on Items 22 and 24, and 33, below reearding separate reports for separate completlons.

1t not flled prior to the time this rummary record 18 submitted, copies of all currently avullable logs (dritlers, geologists, sample and core annalysis, all trpes electrie, ete.), forma-
tlon and presaure tests, and directional surveys, should be attached hereto, to the extient required by applienble Federal and/or State Inws and regulatlons.  All attachments
should be listed on this form, see item 35.

ftem 4: It there are no applicable State requirements, locations on Federal or Indian land should be described In accordance with Federal requircments.  Consult lfocal State
or Federal office for spectfic Instructions.

Mem 18: Indicate which elevation 18 ured as reference (where not otherwise shown) for depth measurements glven in other spaces on this form and tn any attachments.

Jtems 22 and 24: If this well §s completed for separate production from more than one Interval zone (multiple completion), so state In item 22, and in item 21 show the producing
Intervnl, or lutervals, top(s), bottom(s) and name(s) (if any) for only the Interval reported ln item 33. Submit a scparate report (page) on this form, ndequately identtfied,
for each additlonal inferval to he separately produced, showing the additional dnta pertinent to such interval.

ltem 29: “Sacks Cement” . Attached supplemental records for this well should show the detalls of any multiple stage cementing and the location of the cementing tool.

ftem 33: Submnit n separate compietion report on this form for each Interval to be separately produced. (See Instruction for itemns 22 and 24 above.)

37. AUMMARY OF PPOROUS ZONES:
SHOW ALL IMIONTANT ZONER OF POROSITY AND CONTENTS THERROV ; CORKD INTERVALS; AND ALL DRILL-STEM TeaTH, INCLUDING || 38, GROLOGIC MARKERS
DEPTIL INTRRYAL TESTED, CUNIIION USED, TIME TOOL OPEN, FLOWING AND RIIUT-IN FRESSURESE, AND RECOVERIES

IOIM;:!‘I(—);" TOF HOTTOM DESCRIFTION, CONTENTR, ETC. TOP
o o ‘ -um—_ - #32 B nans MEAR. DEPTH TRUB VYERT, DREPTH
Garden Gulch 220" :
Poi Mkr §y92°*
xoiggkgr u7g§' Perf CP-4 @ 6100'-6106"
Y Marker 4770" Frac w/ 53,800# 20/40 sd in 376 bbls gel

Douglas Ck Mkr |4894'
Bicgrbonate Mkr|5138' Perf CP-1 @ 5844'-5853" :
B Limestone Mkr|5266' Frac w/ 69,200# 20/40 sd in 432 bbls gel

Catle P ! :
atle Peak 5744 Perf A @ 5463'-87, 5502', 05°'

Frac w/ 106,600# 20/40 sd in 660 bbls gel

Perf D @ 4974'-77', 4979'-86" ’ | e
1988'-90", 4995'-98!




FORM 3160-5

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.

TED STATES

TNI
(Guze 1950) DEP.‘V[ENT OF THE INTERIOR
” BUREAU OF LAND MANAGEMENT

FORM APPROVED
. Budget Bureau No. 1004-0135

Expires: March 31, 1993

5. Lease Designation and Serial No.

ML-22061

6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA

1. Type of Well
Qil Gas
X
Well Well Other

8. Well Name and No.
MONUMENT BUTTE STATE 8-36

9. API Well No.

2. Name of Operator
INLAND PRODUCTION COMPANY

43-013-31598

10. Field and Pool, or Exploratory Area

3. Address and Telephone No.

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

MONUMENT BUTTE

11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
1981 FNL 0662 FEL

SE/NE Section 36, T08S R16E

DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

I:j Notice of Intent
E Subsequent Report
: Final Abandonment Notice

. Abandonment
- Recompletion
Plugging Back

Change of Plans
New Construction
Non-Routine Fracturing

Casing Repair Water Shut-Off
. Altering Casing Conversion to Injection
Other  Site Security Dispose Water

(Note: Report resuits of multiple completion on Weill
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti

dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

ECEIVEE

0CT 141398

DIV. OF OIL, GAS & MINING

14. I hereby certify that;w(li{going is true and correct

Signed

o

Vuju,a, g . 1?}1,,;47,/,{‘& Title Manager, Regulatory Compliance Date 10/8/98
4

(This space for Federal or State office use)

Approved by

Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



‘ ® @
, Inland Production Company
Site Facility Diagram
Monument Butte 8-36
SE/NE Sec. 36, T8S, 16E

Duchesne County
May 12, 1998 0 ..................

Well Head

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

. Pumping Unit
Production Phase:

1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:
1) Valves 1, 2, 4, 5 sealed closed
2) Valves 3 open

Draining Phase:

1) Valve 1 open . Heater Treater

Diked Section

Legend

Production Tank

Emulsion Line s
LoadLine ~~—~—~~~"=----
Water Line -—-=--—=-=-=-
Oil Line B
GasSales @ —-—- —cim—-... Comtined Seation

Equalizer Line



eoffrey S. Connor
Secretary of State

Corporations Section
P.O.Box 13697
Austin, Texas 78711-3697

o ®

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

'

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/

PHONE(512) 463-5555 FAX(512) 463-5709 TIY7-1-1
Prepared by: SOS-WEB



ARTICLES OF AMENDMENT I the'alf-f‘l%‘é of the
TO THE Secretary of State of Texas
ARTICLES OF INCORPORATION | .
RODUS SEP 02 2004
INLAND PRODUCTION COMPANY | ,
Corporations Section

* Pursuant to the provisions of Article 4.04 of the Texas Business Corporation Act (the
“TBCA”), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation: :

ARTICLE 1 - Name
The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE - Thé name of the corporation is Newfield Production Company.”
ARTICLE 3 - Effective Date of Filing
This document will become effective ,'

~ upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has -
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Aricles of
Amendment as of the 1* day of September, 2004.

INLAND RESOURCES INC.

B)';M)g . '/ét'? ?Z
Susan G. Riggs, Treasurer




Division of Oil, Gas and Mining

ROUTING
OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit:
WELL(S)
NAME SEC TWN RNGJ|API NO ENTITY |LEASE |WELL |WELL
NO TYPE TYPE STATUS
MONUMENT BUTTE FED NE 16-24 24 |080S|160E 4301331629 11907|Federal |OW S
MONUMENT BUTTE FED 14-24 24 |080S|160E |4301331630 11930|Federal |OW P
MONUMENT BUTTE FED NE 11-24 24 1080S|160E |4301331633 99998|Federal |D PA
MONUMENT BUTTE FED 6-25 25 |080S]|160E 4301331596 11882|Federal |OW P
MONUMENT BUTTE FED 16-25 25 |080S|160E |4301331597 11899|Federal |OW P
MONUMENT BUTTE FED 8-25 25 |080S|160E 14301331601 11881|Federal |OW P
MONUMENT BUTTE FED 2-25 25 |080S|160E [4301331604 11887|Federal JOW P
MONUMENT BUTTE ST 8-36 36 |080S|160E |4301331598 11879(State ow P
MONUMENT BUTTE ST 15-2 02 ]090S]160E |4301331567 99998|State ow LA
MON FED 32-10-9-17Y 10 |090S|170E [4301331592 11909{Federal |D PA
MON FED 11-11-9-17Y 11 {090S{170E [4301331593 11904|Federal |OW S
S PLEASANT VALLEY FED 9-19 19 |090S|170E [4301331610 11978|Federal |D PA
MON FED 21-23-9-17Y 23 |090S|170E |4301331624 11894|Federal |D PA
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. IfNO, the operator was contacted contacted on:

Newfield_3_FORM_4B.xls 4/19/2005 13




/ ‘ ‘

6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: : na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Qil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:

1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919
2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_3_FORM_4B.xls 4/19/2005 13



NEWFIELD PRODUCTION COMPANY

RT. 3 BOX 3630

MYTON, UT 84052

ENTITY ACTION FORM
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 6

OPERATOR ACCT NO: N2695

ACTIN CRRNT NEW API NUMBER WELL QQ SEC TWN RNG REASON EFFECTIVE
CODE ENTITY ENTITY
D 11855  15149| 4301331556 |MONUMENT BUTTE ST 2-36 NWNE 36|88 16E |Monument Butte East EOR 1/1/2006
D 10835 15149 4301331599 |MON BUTTE ST 1A-36 NENE 36/88 16 |Monument Butte East EOR 1/1/2006
D 11879  15149| 4301331598 |MONUMENT BUTTE ST 8-36 SENE 36(8S 16E |Monument Butte East EOR 1/1/2006
D 11872  15149| 4301331558 |MON BUTTE ST 7-36 SWNE 36/8S 16 |Monument Butte East EOR 1/1/2006
D 11823|  15149| 4301331552 |MON BUTTE ST 3-36 NENW 36/8S 16E |Monument Butte East EOR 1/1/2006
D 11885| 15149 4301331572 |MONUMENT BUTTE ST 9-36 NESE 36/8S 16E [Monument Butte East EOR 1/1/2006
D 11807| 15149 4301331544 |MON BUTTE ST 15-36 SWSE 36/8S 16E |Monument Butte East EOR 1/1/2006
D 11822] 15149 4301331551 |MONUMENT BUTTE ST 10-36 NWSE 36/8S 16E |Monument Butte East EOR 1/1/2006
D 11804|  15149| 4301310159 |MONUMENT BUTTE ST 16-36R SESE 36/8S 16E |Monument Butte East EOR 1/1/2006
D 11774| 15149 4301331508 |MONUMENT BUTTE ST 14-36 SESW 36/8S 16E |Monument Butte East EOR 1/1/2006
Nawr ,MJL% W—‘b’m /=
D OG/m
RECEIVED
JAN 2 5 2006 e

DIV. OF OIL, GAS & MINING

PRODUCTION CLERK 1/25/2006

/é/




NEWEFIELD

October 20. 2006

Mzr. Dan Jarvis

State of Utah

Diviston of Oil, Gas and Mining
Post Office Box 145801

Salt Lake Citv, Utah 84114-5801

RE Permit Application for Water Injection Well
Monument Butte State #8-36-8-16
Monument Butte Field, Monument Butte East Unit, Lease #ML.-22061
Section 36 -Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:
Newfield Production Company herein requests approval to convert the Monument Butte State #3-36-8-16
from a producing oil well to a water injection well i the Monument Butte (Green River) Field, Monument
Butte East Unit.

I hope you find this application complete; however, if you have any questions or require additional
information. please contact me at (303) 893-0102.

Sincerely,

David Gerbig RECE‘VED
Operations Engineer NOV 08 2006

DIV. OF OIL, GAS & MINING

Newfield Exploration Company Route 3 Box 3630 Myfon, UT 84052 (435) 646-3721 Fax (435) 646-3031



NEWFIELD PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS IT1 INJECTION WELL
MONUMENT BUTTE STATE #8-36-8-16
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
MONUMENT BUTTE EAST UNIT
LEASE #ML-22061

OCTOBER 20, 2006



TABLE OF CONTENTS
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COVER PAGE
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UIC FORM 1 - APPLICATION FOR INJECTION WELL
WELLBORE DIAGRAM OF PROPOSED INJECTION
WORK PROCEDURE FOR INJECTION CONVERSION
COMPLETED RULE R615-5-1 QUESTIONNAIRE
COMPLETED RULE R615-5-2 QUESTIONNAIRE

ATTACHMENT A ONE-HALF MILE RADIUS MAP

ATTACHMENT A-1 WELL LOCATION PLAT

ATTACHMENT B LIST OF SURFACE OWNERS WITHIN ONE-HALF MILE RADIUS
ATTACHMENT C CERTIFICATION FOR SURFACE OWNER NOTIFICATION
ATTACHMENT E WELLBORE DIAGRAM — MONUMENT BUTTE STATE #8-36-8-16

ATTACHMENT E-1 WELLBORE DIAGRAM — MON BUTTE FED #16-25-8-16
ATTACHMENT E-2 WELLBORE DIAGRAM - MON BUTTE STATE #1A-36
ATTACHMENT E-3 WELLBORE DIAGRAM — MON BUTTE STATE #2-36
ATTACHMENT E-4 WELLBORE DIAGRAM — MON BUTTE STATE #6-36-8-16
ATTACHMENT E-5 WELLBORE DIAGRAM — MON BUTTE STATE #7-36-8-16
ATTACHMENT E-6 WELLBORE DIAGRAM — MON BUTTE EAST STATE #1-36-8-16
ATTACHMENT E-7 WELLBORE DIAGRAM — MON BUTTE EAST STATE #L-36-8-16
ATTACHMENT E-8 WELLBORE DIAGRAM — MON BUTTE STATE #9-36-8-16
ATTACHMENT E-9 WELLBORE DIAGRAM - MON BUTTE EAST STATE #S-36-8-16
ATTACHMENT E-10 ~ WELLBORE DIAGRAM — MON BUTTE STATE #10-36-8-16
ATTACHMENT E-11  WELLBORE DIAGRAM — MON BUTTE STATE #16-36R
ATTACHMENT E-12  WELLBORE DIAGRAM - TAR SANDS FED #4-31-8-17
ATTACHMENTE-13 ~ WELLBORE DIAGRAM — TAR SANDS FED #5-31-8-17
ATTACHMENT E-14 ~ WELLBORE DJAGRAM - TAR SANDS FED #6-31-8-17
ATTACHMENT E-15  WELLBORE DIAGRAM — SAND WASH FED #12-31-8-17
ATTACHMENT E-16 =~ WELLBORE DIAGRAM —~ SAND WASH FED #13-31-8-17
ATTACHMENT F WATER ANALYSIS

ATTACHMENT G FRACTURE GRADIENT CALCULATIONS
ATTACHMENT G-1 FRACTURE REPORTS DATED 4/16/96, 4/18/96, 4/20/96, & 4/23/96
ATTACHMENT H WORK PROCEDURE FOR PROPOSED PLUG AND ABANDON

ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED WELL

Monument Butte State #8-36-8-10



STATE OF UTAH
DIVISION OF OlIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR  Newfield Production Company
ADDRESS 1401 17th Street, Suite 1000
Denver, Colorado 80202

Well Name and number: Monument Butte State #8-36-8-16
Field or Unit name: Monument Butte (Green River), Monument Butte East Lease No. ML-22061
Well Location: QQ SE/NE " section 36 township 8S range 16E county  Duchesne
Is this application for expansion of an existing project? . ...... ... ... Yes[X] No[ ]
Will the proposed well be used for: Enhanced Recovery? ........ Yes[X] NoJ ]
Disposal? .................. Yes[ ] No[X]
Storage? ... ... .. Yes[ ] No[X]
Is this application for a new well to be drilled? ... .. ... L. Yes[ ] No[X]
If this application is for an existing well,
has a casing test been performedonthewell?. . . ..., ... ... ... ... .. ... Yes[ ] No[X]

Date of test:
APl number:  43-013-31598

Proposed injection interval: from 4220' to 5266’
Proposed maximum injection: rate 500 bpd pressure 1694  psig
Proposed injection zone contains {x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

| certify that this report is true and complete to the best of my knowledge.

Name: David Gerbig Signature
Title Operations Engineer Date ) ~ £
Phone No. (303) 893-0102 T T &~

(State use only)
Application approved by Title

Approval Date

Comments:



Monument Butte State #8-36

Spud Date: 4/2/96

Put on Production: 4/27/96
GL: 5363 KB: 5376°

SURFACE CASING
C8G SI1ZE: 8-5/8"
GRADE: I-55
WEIGHT:24#

LENGTH: 304.40°

DEPTH LANDED: 3027

HOLE SIZE:12-1/4"

CEMENT DATA: 150 sxs Premium ctut, est 5 bbls to surf.

PRODUCTION CASING
CSG SIZE: 5-1/27

GRADE: 155

WEIGHT: 15.5%

LENGTH: 145 jis. (6214.68")

DEPTH LANDED: 6202

HOLE S1ZE: 7-7/8”

CEMENT DATA: 325 sk Hyfill mixed & 375 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ M-50/ 6,54
NO. OF JOINTS: 190 jts (5919.59%)
TUBING ANCHOR: 5932.59°

NO. OF JOINTS: 2 jts (61.75")

SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 5997.12°

NO. OF JOINTS: 2 jts (62.827)

TOTAL STRING LENGTH: EOT (6061.49%)

Proposed Injection
Wellbore Diagram

Monument Butte State #8-36
1981 I'NL & 662 FEL
SENE Section 36-T8S-R16E
Duchesne Co, Utah
APLZ43-013-31598: Tease /INT,-2200]

FRAC JOB

[nitial Production: 90 BOPD,
S8 MCFGPD. 4 BWPD

4/18/96

4/20/96

4/22/96

7/23/03

11/29/03

03/07/06

Packer @ 4939°

-

49744977
4979°-4986°
49887-4990°
4995°-499%"

5463°-3487

5502°-5505"

5844°-585%"

EX= 61007-6106"

Top of Fill @ 6136

PRTD e 5157

SHOED (@) 6203

4/16/96  6104°-6106"

S5844°-5853

49747-4998°

Frac CP-4 sand as follows:

53.800# of 20/40 sd in 376 bbls Boragel.
Breakdown (@ 2773 psi. Treated @ avy
rate 20.5 bpm, avg press 2850 psi. [SIP-
3276 psi, S-min 2816 psi. Flowback on
16/64” ck @ 1.7 bpm.

Frac CP-2 sand as follows:

69,200% of 20/40 sd in 432 bbls Boragel.

Breakdown @ 39054, Treated @ avg rate
24.5 bpm, avg press 1850 psi. JSIP-2052

psi, S-min 1887 psi. Start flowback after

5 min Sl on 16/64™ ck @ 1.6 bpm.

Frac A sand as follows:

106,600# 20/40 sd in 600 bbls Boragel.
Breakdown @ 3664 psi, trreated @ avg
rate 24.4 bpm, avg press 1450 psi. 1SIP-
1706 psi, 5-min 1625 psi. Flowback on
16/64” ¢k @ 1.6 bpm. Refrac w/ 70,600#
20/40 sand in 438 bbls of Boragel.

Frac D sand as follows:

97,900# of 20/40 sd in 549 bbls Boragel.
Breakdown @ 1775. Treated @ avg rate
22.6 bpm, avg press 2180 psi. 1S1P-2439
Psi, 5-min 2440 psi. Flowback on 16/64”
ck @ 1.8 bpm.

Tubing Leak. Update tubing and rod
details.

Pump change. Update tubing and rod
details.

Pump Change. Update rod and tubing
details.

PERFORATION RECORD

A/15/96
4/17/96
A/19/96
4/19/96
4/22/96
4/22/9¢
4/22/96
4122196

6100°-6106" 4 ISPF 24 holes
S58447-5853" 4 ISPF 36 loles
54637-3487°  4JSPF &8 holes
55027-5505"  AJSPF 12 holes
4974°-4977  AISPF 12 holes
497974986~ 4 JSPF 28 holes
A9RRT-A990° 4 ISPF Rholes

4995°-4998"  JSPF 12 holes

SICE 15000



WORK PROCEDURE FOR INJECTION CONVERSION

L. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and

tubing. Rig up water truck to casing. Pump packer fluid. Set packer.
3. Test casing and packer.

4, Rig down and move out.

Monument Butte State #8-36-8-16



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing,

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of watertlood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.
Newfield Production Company
1401 17" Street, Suite 1000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.
Approval is requested to convert the Monument Butte State #8-36-8-16 from a producing
oil well to a water injection well in Monument Butte (Green River) Field, Monument

Butte East Unit.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Green River Formation. For the Monument Butte State #8-
36-8-16 well, the proposed injection zone is from Garden Gulch to Basal Limestone
(4220 © -52667). The confining strata directly above and below the injection zones are
the Garden Guich and Castle Peak Members of the Green River Formation, with the
Garden Gulch Marker top at 4220° and the Castle Peak top at 57447,

2.6 A copy of alog of a representative well completed in the pool.

The referenced log for the Monument Butte State #8-36-8-16 is on file with the Utah
Division of Oil, Gas and Mining.



2.7

2.8

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The average estimated injection of fluids will be at a rate of 300 BPD
and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.
See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Qil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #ML-22061) in the Monument
Butte (Green River) Field, Monument Butte East Unit, and this request is for

“administrative approval.



REQUIREMENTS FOR CLASS IT INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V — RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in 2 manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1

2.2

2.3

2.4

2.5

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Qil, Gas and Mining.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Qil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8”, 24#, J-55 surface casing run to 302° GL, and 5-1/27 15.5#
J-55 casing run from surface to 6203 KB. A casing integrity test will be conducted at
the time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 300 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F.



2.8

2.9

2.10

2.1

2.12

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximuim injection pressure will not exceed 1694 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata,

The mintmum fracture gradient for the Monument Butte State #8-36-8-16, for existing
perforations (4974" - 6106°) calculates at 0.75 psig/ft. The maxinrum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1694 psig. We may add additional perforations between 4220” and 6203°.
See Attachments G and G-1.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Butte State #8-36-8-16, the proposed injection zone (4220° - 5266°) is
in the Garden Gulch to Basal limestone members of the Green River Formation. The
reservoir is a very fine-grained sandstone with minor imbedded shale streaks. The
estimated porosity is 13%. The members are composed of porous and permeable
lenticular calcareous sandstone and low porosity carbonates and calcareous shale. The
porous and lenticular sandstone varies in thickness from 0-31° and is confined to the
Monument Butte Field. Outside the Monument Butte Ficld, the sandstone is composed
of tight, very fine, silty, calcareous sandstone, less than 3’ thick. The stratum confining
the injection zone is composed of tight, moderately calcareous, sandy lacustrine shale.
All of the confining strata are impermeable, and will effectively seal off the oil, gas, and
water of the injection zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-16.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
Division.
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INLAND PROD_CTION CO.

WELL LOCATION PLAT
MONUMENT BUTTE STATE

o
LGCATED ¥ THE SE1/4 OF THE NE1/4
SECTION 36, T8S, RI6E, S.L.B.&M.

,f8263537’6 %ﬁ’ww\h Q-1

5 S 89'51°34"
k
2
* a8
*4 3
MONUMENT BUTTHE STATE #8+36 | s,
;f( 662 t§
GROUND EL: 5363’ <
36 $ N"Q‘;TH

. SCALE:1"=1000
3
ly
2

&

S 8957 W

LEGEND AND NOTES

< ORIGINAL CORNER MONUMENTS FOUND AND USED
BY THIS SURVEY.

THE GENERAL LAND OFFICE (c LO.) PLAT WAS
USED FOR REFERENCE ANQatiedtid
WAS THE U.S.G.S. QUIIIAS

80.00 CHS. (G.L.O.)

SURVEYOR’S CERTIFICATE

! HEREBY CERTIFY THAT THIS PLAT WAS PREPARED
FROM FIELD NOTES OF AN ACTUAL SURVEY
PERFORMED BY ME, DURING WHICH THE SHOWN
MONUMENTS WERE FOUND OR ESTABLISHED.

-

ED, REGISTERED LAND SURVEYOR,

JE\’
NO. 148951 (UTAH)

HCA

84—121-038

15 NOV 1995

JERRY D. ALLRED & ASSOCIATES |
SURVEYING CONSULTANTS

121 NORTH CENTER STREET
P.0. BOX 975
DUCHESNE, UTAH 84021
(801)—738-5352




EXHIBIT B

Page 1
Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights
1 Township 8 South, Range 16 East MIL.-22061 Newfield Production Company (Surface Rights)
Section 36: All HBP Beverly Sommer State of Utah
Davis Bros, LLC
Davis Resources
Texas General Offshore, Inc.
International Drilling Services
Raymond H. Brennan
Marian Brennan
Deer Valley Ltd
AGK Energy LLC
Jasper N. Warren
Thomas I. Jackson
2 Township 9 South, Range 16 East UTU-67170 Newfield Production Company (Surface Rights)
Section 24: S/2 HBP USA
Section 25: E/2, SW/4, E/2NW/4
3 Township 8 South, Range 17 East UTU-74869 Newfield Production Company (Surface Rights)
Section 29: Lot 1 HBP USA
Section 30: Lots 1-14, E/2NE/4, E/2SW/4
SW/4SE/4
Section 31: Lots 1-5, W/2E/2, SE/4NE/4,
E/2W/2, NE/4SE/4

8-36-8-16-inj.doc



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte State #8-36-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

ey, zz@//

Newﬁeld Production Company
David Gerbig
Operations Engineer

Sworn to and subscribed before me this ié } day of /OC%& é € a 2006
Notary Public in and for the State of Colorado: ‘[W /) AQ 'i‘

o . ission EXpires
My Commission Expires: My wmnmmo

[SIAvE Lo




quu.ment Butte State #8-36

Spud Date: 4/2/96

Put on Production: 4/27/96
GL: 5363° KB: 5376’

SURFACE CASING

CSG SIZE: 8-5/8"

GRADE: I-55

WEIGHT:24#

LENGTH: 304.40°

DEPTH LANDED: 302*

HOLE SIZE:12-1/4"

CEMENT DATA: 150 sxs Premium cmt, est 5 bbls to surf,

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.54

LENGTH: 145 jts. (6214.68")

DEPTH LANDED: 6202

HOLE SIZE: 7-7/8”

CEMENT DATA: 325 sk Hyfill mixed & 375 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8”/ M-50/ 6.54
NO. OF JOINTS: 190 jts (5919.59%)
TUBING ANCHOR: 5932.59

NO. OF JOINTS: 2 jts (61.75")

SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 5997.12

NO. OF JOINTS: 2 jts (62.82°)

TOTAL STRING LENGTH: EOT (6061.49°)

SUCKER RODS

POLISHED ROD: 1- 1 1/2” x 22’ SM

Wellbore Diagram

%ad’w% S

Initial Production: 90 BOPD,
58 MCFGPD, 4 BWPD

FRAC JOB

SUCKER RODS: 2-2"x 3/4” pony rads, 95-3/4” serapered rods, 115-3/4” plain
rods, 23-3/4” scrapered rods, 2-1 1/2” weight bars (new), 4-1 1/2” weight bars.

PUMP SIZE: 1-1 1/2” x 22" RHAC
STROKE LENGTH: 74
PUMP SPEED, SPM: 4 SPM

EOT @ 6061

NEWFEIELD

Monument Butte State #8-36
1981 FNL & 662 FEL
SENE Section 36-T8S-R16E
Duchesne Co, Utah
API #43-013-3 1598; Lease #ML-22061

4974-4977
4979°-4986°
4988°-4990°
4995°-4998°

5463°-5487
5502’-5505

T 5844°-5853°

SN @ 5997

=== 6100°-6106°

PBTD @ 6157

Anchor @ 5933’

Top of Fill @ 6136

SHOE/TD @ 6203°

4/16/96  6100-6106

4/18/96

4/20/96

4/22/96

7123103

11/29/03

03/07/06

5844°-5853°

5463’-5505"

4974°-4998°

Frac CP-4 sand as follows:

53,8004 of 20/40 sd in 376 bbls Boragel.
Breakdown @ 2773 psi. Treated @ avg
rate 20.5 bpm, avg press 2850 psi. ISTP-
3276 psi, 5-min 2816 psi. Flowback on
16/64” ck @ 1.7 bpm.

Frac CP-2 sand as follows:

69,2004 of 20/40 sd in 432 bbls Boragel.

Breakdown @ 39054, Treated @ avg rate
24.5 bpm, avg press 1850 psi. ISIP-2052

psi, 5-nin 1887 psi. Start flowback after

5 min SIon 16/64” ck @ 1.6 bpm.

Frac A sand as follows:

106,600# 20/40 sd in 600 bbls Boragel.
Breakdown @ 3664 psi, trreated @ avg
rate 24.4 bpm, avg press 1450 psi. ISIP-
1706 psi, 5-tnin 1625 psi. Flowback on
16/64” ck @ 1.6 bpm. Refrac w/ 70,600%
20/40 sand in 433 bbls of Boragel.

FracD sand as follows:

97,900% of 20/40 sd in 549 bbls Boragel.
Breakdown @ 1775. Treated @ avg rate
22.6 bpm, avg press 2180 psi. ISIP-2439
psi, 5-min 2440 psi. Flowback on 16/64”
¢k @ 1.8 bpm.

Tabing Leak. Update tubing and rod
details.

Purmp change. Update tubing and rod
details.

Pump Change. Update rod and tbing
details,

PERFORATION RECORD

4/15/96  6100°-6106° 4 JSPF 24 holes
4/17/96  5844°-5853' 4 JSPF 36 holes
4/19/96  5463°-5487  4ISPF 88 holes
4/19/96  5502°-5505"  4ISPF 12 holes
4/22/96 49744977 4ISPF 12 holes
422/96  4979'-4986° 4 ISPF 28 holes
422/96  4988°-4990° 4 JSPF  &holes

4/22/96  4995°-4998°  4JSPF 12 holes

R UAS e



CMad~cret G-

Monument Butte Fed. #16-25-8-16

Spud Date: 4/22/96 ) Initial Production: 98 BOPD,

Put on Production: 8/7/96 Wellbore Diagram 87 MCFD, 4 BWPD

GL: 5302 KB: 5315

SURFACE CASING FRAC JOB

CS8G SIZE: 8-5/8" 7/29/96  5124°-5129° Frac C sands as follows:

GRADE: J-55 56,3004 20/40 sand in 338 Bbls Boragel.

Treated @ avg rate of 20 BPM w/ avg press of
2600 psi. ISIP: 3282 psi. Calc flush: 5121
gal. Actual flush: 5035 gal.

7/31/96  4942°-5021° Frac D1 & D2 sands as follows:
96,000# 20/40 sand in 471 Bbls of Boragel.
Treated @ avg rate of 21 Bpm w/ avg press of
2250. ISIP: 3395 psi. Calc flush: 4940 gal.
Actual flush: 4855 gal.

8/2/96 4454°-4492° Frac GB6 sands as follows:
104,400# 20/40 sand in 478 Bbls Boragel.
Treated @ avg rate of 18.3 Bpm w/ avg press
of 1550 psi. ISIP: 2196 psi. Cale flush: 4452
gal. Actual flush: 4377 gal.

‘WEIGHT: 24#

LENGTH: 7 jts (298.64")

DEPTH LANDED: 296.04> KB

HOLE SIZE:12-1/4”

CEMENT DATA: 120 sxs Premium cement.

PRODUCTION CASING 7/18/03 Tubing leak. Update rod and tubing detail

CSG SIZE: 5-1/27

GRADE: I-55

‘WEIGHT: 15.5%

LENGTH: 144 jts. (6107.04")

DEPTH LANDED: 6101.04°

HOLE SIZE: 7 7/8"

CEMENT DATA: 290 sxs Hifill & 330 sxs Thixotropic.
CEMENT TOP AT: Surface per CBL

4454°-4463°
4466°-4476
4478°-4488"
4490°-4492°
4942°-4946°

TUBING

SIZE/GRADE/WT: 2 7/87/ 1-55/ 6.54
NO. OF JOINTS: 163 jts (5063.02")
TUBING ANCHOR: 5076.02° KB
NO. OF JOINTS: 2 jts (64.28")
SEATING NIPPLE: 2-7/8 (1.05")

50067-5008"
5010°-5015
5017°-5021°

Anchor @ 5076

5124'-5129°

SN @ 5143
SN LANDED AT: 5143.11" KB
NO. OF JOINTS: 3 jts (89.90")
TOTAL STRING LENGTH: EOT @ 5234.56" KB
EOT @ 5235°
P ORATION RECORD
SUCKER RODS ERF
7/27/96  5124-5129°  ATSPF 20 holes
POLISHED ROD: [ 1/2"x 22’ SM 7/30/96  49427-4946" 4 JSPF 16 holes
SUCKER RODS: 8-17 scrapered rods, 10-3/4" scrapered rods, 76-3/4” plain Top of fill @ 5548' 73096 5006°-5008"  4JSPF 8 holes

7/30/96  5010°-5015" 4 JSPF 20 holes
7/30/96  5017°-5021° 4 JSPF 16 holes
8/1/96  4454°-4463  4ISPF 36 holes
8/1/96  4466°-4476" 4JSPF 40 holss
8/1/96  4478°-4488"  4JSPF 40 holss
8/1/96  4490°-4492" 4]JSPF & holes

1ods, 110-3/47 scrapered rods, 27, 4° x 3/4” pony rods.
PUMP SIZE: 2 1/27x 1 1/2”x 16" RHAC

STROKE LENGTH: 747

PUMP SPEED, SPM: 6 SPM

LOGS: DIGL/SP/GR/CAL

M4 Tnland Resources Inc.

Monument Butte Fed. #16-25-8-16 PETD @ 08

572" FSL & 601 FEL TD @ 6100°
SE/SE Section 25-T&S-R16E

Duchesne Co, Utah
APPHIZ0T2.31597; Lease FU-GTIT0 MR %1203




Monument Butte State #1 A-36

Spud Date: 4/9/96
P
ut on Production: 5/30/96

UrPAze CRRE
C8G SIZE: 8-5/8™
GRADE: 1-55
WEIGHT:24#
LENGTH: 290°
DEPTH LANDED: 289.07°(GL)
HOLE SIZE:12-1/4"
CEMENT DATA: 120 sxs Premmm crnt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 145 jts. (6182.72")

DEPTH LANDED: 6179.72.03

HOLE SIZE: 7-7/8”

CEMENT DATA: 290 sk Hyfill mixed & 360 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/87/ M-50/ 6.5%

NO. OF JOINTS: 136 jts

SEATING NIPPLE: 2-7/8” (1.107)

TOTAL STRING LENGTH: ? (EOT @ 4257.88)
SN LANDED AT: 4249 47

ArHadnarest -9

Initial Production: 150 BOPD

Packer @ 4254

NEWFIELD

Monument Butte State #1A-36
854 FNL 621 FEL
NENE Section 36-T8S-R16E
Duchesne Co, Utah
APT#43-013-31399: 1 eaxe $ML-22061

Frac CP-2 and CP-4 sands as follows:
62,400% 0£20/40 sd in 419 bbls of
Boragel. Breakdown @ 2950 freated @
avg rate of 30 bpm, avg press 1950 psi.
I81P-2153 psi, 5-min 1942 psi. Flowback

Injection Wellbore est.
Diagram
_ FRAC JOB
5/20/96  5860°-6001°
after 5 1oin on 16/64” ck.
5/22/96  54697-5473" Frac A-3 sand as follows:

SN @ 4249’

EOT @ 4258

435258

C 439498

4434740

C 4450°-62°

4980°-82°
4991°-96"
5000°-10°
5050°-54°

5469°-73"

5860°-65°

5996°-6001°

PETD @ 6153°
D @ 6200°

5124196

6/11/61

6/11/01

6/11/01

6/14/06

4980°-5054’

4434’-4462°

439474398’

4352°-4358’

61,500# of 20/40 sd in 409 bbls Boragel.
Breakdown @ 3148# treated @ avg rate
of 24.5, avg press 2300#. ISIP-2346 psi,
5-min 2249 psi. Flowback after 5 min on
16/64" ck @ 1.8 bpm.

Frac D-2 & D-3 sands as follows:
76,5004 of 20/40 5d in 425 bbls of
Boragel. Breakdown @ 19504 treated @
avg rate pf 25 bpm, avg press 1800#.
ISIP-3516 psi, 5-min 2953 psi. Flowback
on 16/64” ck @ 1.7 bpm.

Acidize GB-6 sand as follows:

Broke zane w/ 2400 psi, pumped 20 bw
@ 1900 psi @ .9 bpm, ISIP 1800 psi.

Acidize GB-4 sand as follows:

Broke zone w/ 2400 psi, spot 2 bbl acid,
pumped 10 bw @ 1900 psi @ 1.1 bpm,
ISIP 1800 psi.

Acidize GB-2 sand as follows:

Broke zone w/ 3000 psi, pumped 10 bw
@ 1700 psi @ .9 bpm, ISIP 1650 psi.

5 Year MITcompleted and submitted.

PERFORATION RECORD

5/18/96  5860°-5865" 2 JSPF
5/18/96  5996°-6001" 4 JSPF
5/21/96  5469°-5473 4 JSPF
5/23/96  4980°-4982" 4 ISPF
5/23/96  4991°-4996" 4 JSPF
5/23/96  5000°-5010° 4 JSPF
5/23/96  5050°-5054" 4 JSPF

6/11/01  4450°-4462° 4 JSPF
6/11/01  4434-4440° 4 JSPF
6/11/01  4394'-4398" 4 JSPF
6/11/01  4352'-4358 4 JSPF

10 holes
20 holes
16 holes
8 holes

20 holes
40 holes
16 holes

48 holes
24 holes
16 holes
24 holes

CHAT06



Monument Butte State #2-36

Spud Date: 1/16/96

Put on Production: 3/9/96
GL: 5345 KB: 5358’
SURFACE CASING

Wellbore Diagram

QYH‘C\CYW(YW
C-3

Initial Production: 134 BO, 106 MCF, 3 BWPD

FRAC JOB

CSG SiZE: 8-5/8"

GRADE: J-55

WEIGHT: 244

LENGTH: ? jts. (3017)

DEPTH LANDED: 300° GL

HOLE SIZE:12-1/4”

CEMENT DATA: 120 sxs Premiumn cmt.

PRODUCTION CASING

C8G SIZE: 5-1/2"

GRADE: I-55

WEIGHT: 15.5#

LENGTH: 7 jts. (6152.33")

DEPTH LANDED: 6150.81’KB

HOLE 8IZE: 7-7/8”

CEMENT DATA: 275 sk Hyfill mixed & 335 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / WC-50/ 6.5%
NO. OF JOINTS: 175 jts (5836.52)
SIZE/GRADE/WT.: 2-7/87/1-55

NO. OF JOINTS: 18 jts

TUBING ANCHOR: 5849.52

NO. OF JOINTS: 1 jts (32.52)

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 5884.84’ KB

NO. OF JOINTS: 2 jts (61.20°)

TOTAL STRING LENGTH: BOT @ 5947.59° KB

SUCKER RODS

POLISHED ROD: 1-1/27 % 22°

SUCKER RODS: 1-6” x 3/4” pony rod, 6 -1-1/2” weight rods, 99-3/4” guided
rods, 117-3/4” plain reds, 12-3/4” guided rods.

PUMP SIZE: 2-1/2"% 1-1/2"x 16

STROKE LENGTH: 84”

PUMP SPEED, SPM: 5 SPM

LOGS: Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Inland Resources Inc.

HEQOUIEES e,

Monument Butte State #2-36
644 FNL & 1996 FEL
NWNE Section 36-T8S-R16E
Duchesne Co. Utah

APTA3.013-31596 Tease #ML-22061

= 49944997

501350157

3/1/96  5863-5870" Frac CP-2 sand as follows:

59,200# 20/40 sd in 460 bbls of Boragel.
Breakdown @ 3490, ISIP 2305 psi.
Fractured @ avg rate 20 bpm @ avg
2210 psi. ISIP 2352 psi, 5-min 2212, 10-
min 2114, Flowback @ 1 bpm on 12/64”
ck for 3 hrs and died.

Frac A-1 & A-3 sand as follows:
115,400# 20/40 sd in 762 bbls of
Boragel. Breakdown @ 2718, pre-frac
ISIP @ 1790. Treat @ avg rate 35 bpm,
avg press 1800 psi. ISIP 2121, 5-min
1919, 10-rmin 1827, Flowback @ 1 bpm
12/64” ck.

Frac D-1 sand as follows:

59,100# 20/40 sd in 552 bbls of Boragel,
pre-frac ISIP @ 2009. Treat well @ avg
rate 31.7 bpm, avg press 2600 psi. ISIP
2444 psi, 5-min 2399, 10-min 2356,
Flowback @ 1 bpm on 12/64” ok.

5/14/99 Tubing leak. Update rod and tubing details.

2/11/02 Frac GB-6 sand as follows:
35,340# 20/40 sd in 301 bbls of Viking 1-25
frac fluid. Treated @ avg press. 1850 psi @
25.4 bpm.ISIP 2000 psi. Cale. flush: 4482
gal, Actual flush: 4410 gal.

3/10/04 Tubing leak. Update rod and tubing details.

3/4/96  5418-5527

3/6/96  4941°-5015°

PERFORATION RECORD

2/29/96  5863°-5870° 4JSPF 28 holes
3/2/96  5418°-5429" 4ISPF 44 holes
3/2/96  5514°-5527" AISPF 52 holes
3/5/96  4941°-4944"  4JSPF 12 holes
¥Y5/96  4994°-4997°  4JSPF 12 holes
3/5/96  5013'-5015" 4JSPF g holes

2/11/02  4482°-4492" 4JSPE 40 holes

Anchor @ 5849.52°

5863758707

SN @ 5834.84° KB
EOT @ 5947.59" KB
Top of sand @ 6076
PBTD @ 6105°KB
TD @ 6151'KB

SIS BRI EN



Spud Date: 4/14/96
P
ut on Production: 5/15/96

SUrPAte BRI

CSG SIZE: &-5/8™

GRADE: I-55

WEIGHT: 244

LENGTH: 325

DEPTH LANDED: 32327(GL)

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 2 bbls to surf,

PRODUCTION CASING

CS8G SIZE: 5-1/2"

GRADE: I-55

WEIGHT: 15.5#

LENGTH: 144 jts. (6232.53")

DEPTH LANDED: 6225.03

HOLE SIZE: 7-7/8™

CEMENT DATA: 270 sk Hyfill mixed & 370 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ M-50/ 6.54

NO. OF JOINTS: 185 jts

TUBING ANCHOR: 5730" KB

NO. OF JOINTS: 1 jt

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 5765’ KB

NO. OF JOINTS: 3 jts

TOTAL STRING LENGTH: EOT @ 5859° KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 22" SM

SUCKER RODS: 4- 1 1/27 wt, Bars, 4-3/4” scraper rods, 126-3/4” slick rads,
96-3/4” scraper rods.

PUMP SIZE: 2-1/2”x 1-1/2" x 12" RHAC

STROKE LENGTH: 86

PUMP SPEED, SPM: 6 SPM

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Inland Resources Inc.

HESOURCES NG,

Monument Butte State #6-36-8-16
1940 FNL & 2088 FWL
SENW Section 36-T&S-R16E
Duchesne Co, UL;‘xh.

APHEA3-013-21571: Les

1122061

Wellbore Diagram

e deat EY

Monument Butte State #6-36-8-16

Initial Production: 74 BOPD,
107 MCFPD, 8 BWPD

Anchor @ 5730°

7 4424' 4407

4464°-4470°

4935°-4938’

4940°-4951°

4956°-4959°

5000°-5003"

5279'-5283

5455°-5460°

N @ 5765
BOT @ 5859°
PBTD @ 6184°
™ @ 6220°

5789°-5794

Frac CP Stray sand as follows:

49,000# 0f 20/40 sd in 377 bbls Boragel.
Treated @ avg rate 15.5, avg press 2000 psi.
ISIP-2051 psi. Cale, flush: 5789 gal. Actual

74,000% 20/40 sd in 466 bbls Boragel.
Treated @ avg rate 20.5, avg press 1900 psi.
ISIP-2053 psi, Calc. flush: 5455 gal. Actual

69,800# 20/40 sd in 429 bbls of Boragel.
Avg treating press 2240 psi @ 18.3 bpm.
ISIP-2581 psi. Calc. flush: 5279 gal. Actual

30,900# 16/30 sd in 206 bbl Boragel.
Treated @ avg rate 20psi, avg press 1800 psi.
ISIP-3270 psi. Soreened out w/ 7700 # sand in

70,6004 of 20/40 sd in 438 bbls Boragel.
Treated @ avg rate 22 bpm, avg press 1790
psi. 1STP-2325 psi. Cale. flush: 4935 gal.

FRAC JOB

4/30/96 5789’.5794’
flush: 5703 gal.

5/2/96 54555460’ Frac A sand as follows:
flush: 5371 gal.

5/4/96  5279°.5283% Frac B sand as follows:
flush: 5187 gal.

§/7/196¢  4935°-5003’ Frac D sand as follows:
formation.

5/09/96  4935°-5003" Re-Frac D sands as follows:
Actual flush: 4850 gal.

S/11/96  4424°-4470° Frac GB sands as follows:

73,300#% of 20/40 sd in. 445 bbls Boragel.
Treated @ avg rate 23 bpm, avg press 2700
psi. ISIP-3209 psi. Cale. flush: 4424 gal,
Actual flush: 4338 gal.

PERFORATION RECORD

4/29/96  5789'-5794"  4ISPF 20 holes
5/1/96  5455°-5460° 4 JSPF 20 holes
5/3/96  5279°-5283'  4ISPF 16 holes
5/6/96  49357-4938°  4JSPF 12 holes
5/6/96  4940°-4951" 4 ISPF 40 holes
5/6/96  4956'-4959"  4ISPF  12holes
5/6/96  5000°-3003°  4IJSPF 12 holes
5/11/96 442474427 AJSPF 12 holes
S11/96  4464°-4470°  4ISPF 24 holes

BN ke 62



Spud Date: 1/04/96
Put on Production: 2/27/96
Put on Injection: 12/23/96

GL: 5463" KB: 5475°

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 244

LENGTH: 7 jts.

DEPTH LANDED: 301° KB
HOLE SIZE:12-1/4”

CEMENT DATA: Cement to surface w/ 102 sxs Premium cement.

PRODUCTION CASING

CS8G SIZE: 5-1/2”

GRADE: 1-55

WEIGHT: 15.5%

LENGTH:

DEPTH LANDED: 6317 KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 240 sxs Hyfill & 295 sxs Thixotropic.
CEMENT TOP AT: 740 per CBL

TUBING

SIZE/GRADE/WT.: 2-7/87/ 1-55 / 6.5%

NO. OF JOINTS: 149 jts

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: .

PACKER AT: 4468 KB

TOTAL STRING LENGTH: EOT @ 4472° KB

Injection Wellbore

Qﬁ"w\dﬂm -5

Monument Butte State 7-36-8-16

Initial Production: 44 BOPD,
147 MCFD, 5 BWPD

Inland Resources Inc.

WESOURCES e,

Monument Butte State 7-36-8-16
1899" FNL & 1970° FEL
SWNE Section 36-T8S-R17E
Duchesne Co. Utah

APTHA3-013-3158% Lease AVL-22061

81,600# 20/40 sand in 488 bbls Boragel frac
thiid. Treated @ avg press of 2020 psi w/avg
rate of 19.9 BPM. ISIP 2273 psi. Cale flush:
6184 gal. Actual flush: 6182 gal.

Diagram
FRAC JOB
02/15/96  6184°-6194° Frac CP-4 as follows:
02/17/96  5498°-5604° Frac A zone as follows:

Packer @ 4468

C- 4485°-4500°

45544563

4565°-4575

5046°-5054

5061°-5066

50735083

5498°-5504

5524°-5528°

55567-5568°

3579°-558%°

5590°-5604°

618476194

PBTD @ 6261°
D @ 6300°

02/21/96

02/23/96

12/13/96

5046°-5083"

4485°-4575"

112,5004 20/40 sand in 710 bbls Boragel frac
fluid. Treated @ avg press of 1650 psi w/avg
rate of 36 BPM. ISIP 1981 psi. Caic flush:
5498 gal. Actual flush: 5496 gal.

Frac D-2 as follows:

75,500# 16/30 sand in 542 bbls Boragel frac
fluid. Treated @ avg press of 1980 psi w/avg
rate of 25 BPM. ISIP 2354 psi, Calc flush:
5064 gal. Actual flush: 4960 gal.

Frac GB as follows:

89,500# 16/30 sand in 618 bbls Boragel frac
fluid. Treated @ avg press of 2100 psi w/avg
rate of 36 BPM. ISIP 2139 psi. Calc flush:
4485 gal. Actual flush: 4483 gal.

Convert to injector.

PERFORATION RECORD

02/14/96  6184’-6194’ 4ISPF 40 holes
02/16/96  5498'-5504° 4 JSPF 24 holes
02/16/96  5524'-5528' 4 JSPF 16 holes
02/16/96  5556°-5568' 4 JSPF 48 holes
02/16/96  5579'-5583' 4 ISPF 16 holes
02/16/96  5590°-5604" 4 JSPEF 56 holes
02/20/96  50467-5054 4 JSPF 32 holes
02/20/96  5061°-5066" 4 ISPF 20 holes
02/20/96  5073'-5083" 4JSPF 40 holes
02/22/96  4485°-4500"  4JSPF 60 holes
02/22/96  4554°-4563° 4 ISPF 36 holes
02/22/96  4565-4575" 4 JSPF 40 holes



Alraedtreat
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MBE State [-36-8-16

Spud Date: 3-13-2006
Put on Production: 7-7-2006

GL: 5357" KB: 5369"
SURFACE CASING

Wellbore Diagram

Initial Production:
MCFD, BWPD

FRAC JOB

C8G SIZE: 8-5/8"

GRADE: J-55

‘WEIGHT: 24#%

LENGTH: 7 jts (301.49")
DEPTH LANDED: 313.34' KB
HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 5 bbls cmt to surf,

Cement top @ 30°

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

‘WEIGHT: 15.54

LENGTH: 151 jts. (6369.167)

DEPTH LANDED: 6382.41° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sxs Prem. Lite Il mixed & 450 sxs 50/50 POZ.
CEMENT TOP AT: 30’

TUBING

SIZE/GRADE/WT.: 2-7/8"/ 1-55 / 6.5%

NO. OF JOINTS: 137 jts (4327.05”)

CE LANDED AT: 4343.40° KB

SEATING NIPPLE: 2-7/8” (1.10”)

SN LANDED AT: 4339.05' KB

TOTAL STRING LENGTH: EOT @ 4347.60' KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 26° SM

SUCKER RODS: 168- 7/8" scrapered rods, 4/1 %™ weight rods
PUMP SIZE: 2-1/2"x 1-1/2” x 4’ x 17" RHAC w/SM plunger
STROKE LENGTH: 1067

PUMP SPEED, SPM: 5 SPM

MBE State I-36-8-16
2001" FNL & 672 FEL
SE/NE Section 36-T8S-R16E

Duchesne Co, Utah

AP H#43-013-33018; Lease # ML-22061

SN 4339”

05-31-06  4490-4573°

BOPD,

CE@ 4343 PERFORATION RECORD

Frac GB6, & GB4 sands as folows:
84429% 20/40 sand in 686 bbls Lightning 17
frac fluid. Treated @ avg press of 3079 psi
w/avg rate of 14.2 BPM. ISIP 2080 psi. Calc
flush: 4571 gal. Actual flush: 1092 gal.

4490-4500° 05-16-06  4560-4573
4504-4518" 05-16-06  4542-4554°

05-16-06  4504-4518°
4542-4554 05-16-06  4490-4500°

4560-4573°

EOT @ 4348’
PETD @ 6332°WL
SHOE @ 6382'

TD @ 6388

4 ISPF
4 ISPF
4 ISPF
4 ISPF

52 holes
48 holes
56 holes
40 holes

TR TN2006



Monument Butte East [.-36-8-16

Spud Date: 03/14/06
Put on Production: 05/20/06

K.B.: 5369, G.L.: 5357

SURFACE CASING

C8G SIZE: 8-5/8"

GRADE: I-55

WEIGHT: 244

LENGTH: 7 jts. (303.03")

DEPTH LANDED: 314.88' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” o, est 6 bbls crot to sucf.

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: I-55

WEIGHT: 15.54

LENGTH: 149 jts. (6311.41°)
DEPTH LANDED: 6324.66" KB
HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

TUBING
SIZE/GRADE/WT.: 2-7/8" / 1-55 / 6.5%
NO. OF JOINTS: 194 jts (6137.48")
TUBING ANCHOR: 6149.48' KB
- NO. OF JOINTS: 1jts (31.63")
SEATING NIPPLE: 2-7/8” (1.10°)
SN LANDED AT: 6183.91’ KB
NO. OF JOINTS: 1jts (31.617)
TOTAL STRING LENGTH: BOT @ 6217.07 KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 22° SM

Wellbore Diagram

FRAC JOB

mc\dmf*ﬂuﬂ S,

[nitial Production:  BOPD,

MCFD, BWPD

SN 6183

SUCKER RODS: 1-8,1-6, 1-2 x7/8” pony 1od, 242-7/9 guided rods,4-1 4™

weight rods.

PUMP SIZE: 2-1/2” X 1-1/2" x 20° RHAC w/SM plunger
STROKE LENGTH: 106™

PUMP SPEED, 4 SPM:

NEWFEFIELD

Monument Butte East 1.-36-8-16
2753 FNL & 148%° FEL
SE/NE Section 36-T83-R16E |
IDuchesne Co, Utah

APTH43-013-33016: Lease #ML-2206)

4430-4440°

4713-4720°

4732-4736°

5542-5547

5554-5568

5583-5590°

5849-5860°

6183-6192°

TD @ 6335°

Anchor @ 6149°

PBTD @ 6282

SHOE @ 6324

05/09/06 6183-6192°

05/09/06  5849-5860°

05/09/06  5542-5590°

05/09/06  4713-4736°

05/09/06  4430-4440°

Frac CP3 sands as follows:

239874 20/40 sand in 344 bbls Lightning 17
frac fluid. Treated @ avg press of 2265 psi
w/avg rate of 249 BPM. ISIP 2130 psi. Cale
flush: 6190 gal. Actual flush: 5670 gal,

Frac CP.5 sands as follows:

24432# 20/40 sand in 345 bbls Lightning 17
frac fluid. Treated @ avg press of 1900 psi
w/avg rate of 25 BPM. ISIP 1890 psi. Cale
flush: 5858 gal. Actual flush: 5334 gal,

Frac LODC sands as follows:

1199934 20/40 sand in 850 bbls Lightning 17
frac fluid. Treated @ avg press of 2080 psi
wi/avg rate of 25 BPM. ISIP 2250 psi. Cale
flush: 5588 gal. Actual flush: 5040 gal.

Frac PB10 sands as follows:

39139# 20/40 sand in 420 bbls Lightning 17
frac fluid, Treated @ avg press of 2266 psi
w/avg rate of 25 BPM. ISIP 2330 psi. Cale
flush: 4718 gal. Actual flush: 4200 gal.

Frac GB4 sands as follows:

40089# 20/40 sand in 393 bbls Lightning 17
frac fluid. Treated @ avg press of 2107 psi
w/avg rate of 24.9 BPM. ISIP 2230 psi. Cale
flush: 4438 gal. Actual flush: 4326 pal.

PERFORATION RECORD

05/02/06 6183-6192" 4JSPF 36 holes
05/02/06  5849-5860° 4 JSPF 44 holes
05/09/06 5583-5590° 4 JSPF 28 holes
05/09/06 5554-5568" 4 ISPF 56 holes
05/09/06 5542-5547° 4JSPF 20 holes
05/09/06 4732-4736" 4JSPF 16 holes
05/09/06  4713-4720°  4JSPF 28 holes
05/09/06  4430-4440° 4 ISPF 40 holes

TR S e



Aacdrrment 62

Monument Butte State #9-36-8-16

Injection

Spud Date: 5/3/96
P
ut on Production: 6/14/96

SUrEACE BRSIRiE

CS8G SIZE: 8-5/8"

GRADE: I-55

‘WEIGHT: 24#

LENGTH: 7 jts.(303.13%)

DEPTH LANDED: 301*

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Prewnivm cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: I-55

‘WEIGHT: 15.5%

LENGTH: 146 jts. (6182.53")

DEPTH LANDED: 6174.53’

HOLE SIZE: 7-7/8”

CEMENT DATA: 335 sk Hyfill mixed & 335 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ M-50/ 6.5%

NO. OF JOINTS: 154 jts (4807.86")

SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 4821.96

TUBING PACKER: CE @ 4824.96

TOTAL STRING LENGTH: 7 (BOT @ 4829.28")

Wellbore Diagram

FRAC JOB

Initial Production: 144 BOPD,
167 MCFGPD, 5 BWPD

NEWFIELD

Monument Butte State #9-36-8-16
1991 FSL & 662 FEL
NESE Section 36-T8S-R16E
Duchesne Co, Utah
AP #43-013-31572: Tease #ML-22061

e v o e

Packer @ 4824.28

C— 4808°-4901"

5055°-67
0717273

5168'-72

5348753

5402°-16

5419°-26°

5438'-41

5491797

5502°-14°

55307-36°

5539°-41°

58527-55

== 608897

SN @ 4521.96
EOT @ 4829.2%°
PBTD @ 6126
D @6170°

6/4/96 5852'-6097°

6/6/96  5348°-5541°

6/8/96 5055°-5172°

6/11/96 4898°-4901°

8/3/61

8/2/06

Frac CP-5 and CP-3 sands as follows:
81,700% of20/40 sdin 511 bblsof
Boragel. Breakdown @ 2953 psi treated
@ avg rate 30 bpm @ avg press 2100 psi.
ISIP-2045 psi, 5-min 1796 psi. Flowback
on 16/64” ¢k, @ 1.3 bpm. Flowed 2-1/2
hrs and died.

Frac A-1, A-3 and LODC sands as
follows:

114,100# 20/40 sd in 651 bbls of Borgel.
Breakdown @ 2480 psi & treated @ avg
rate 40.5 bpm w/ avg 1700 psi. ISIP-1870
psi, 5-min 1756 psi. Flowback on 16/64™
ck @ 1.6 bpm. Flowed 2 hrs and died.

Frac B-1 and C sands as follows:
70,000# of 20/40 sd in 430 bbls of
Boragel. Breakdown @ 2449 psi &
treated @ avg rate 18.3 bpm w/ avg press
1900 psi. ISIP- 2548 psi, 5-min 2004 psi.
Flowback on 16/64” ck for 1.5 hrs until
dead.

Frac D-1 sand as follows:

40,600# of 20/40 sd in 298 bbls of
Boragel. Breakdown @ 3730 psi, treated
@ avg rate 12 bpm W/ avg press of 2550
psi. ISIP-2950 psi, 5-min 2817 psi. Start
flowback after 5 min on 16/64” ck.
Flowed 1-1/2 hrs and died.

MIT performed on well, Mr. Ingram w/
DOGM approved to chart and sent in.

5 Year MIT completed and submitted.

PERFORATION RECORD

6/3/96
6/3/96
6/5/96
6/5/96
6/5/96
6/5/96
6/5/96
6/5/96
6/5/96
6/5/96
6/7/96
6/7/96
6/7/96
6/10/9

6088°-6097" 4JSPF 36 holes
5852°-5855" 1JSPE  4holes
5539°-3541°  2JSPF  4holes
5530°-5536" 2JSPF 12 holes
5502'-5514°  2JSPF 24 holes
5491'-5497°  2JSPF 12 holes
5438'-5441" 2JSPF  6holes
5419°-5426" 2JSPF  14holes
5402°-5416" 2JSPF  28holes
5348°-5353" 2JSPF 10 holes
5168°-5172"  4JSPF 16 holes
5071°-5073°  4JSPF 8 holes
5055°-5067°  4JSPF 48 holes
6 4898'-4901" 4IJSPF 12 holes



Mon. Butte East S-36-8-16

Spud Date: 03/09/06
Put on Production: 04/23/06

GL: 5385" KB: 5397
SURFACE CASING

Wellbore Diagram

FRAC JOB

ad et E9

Initial Production:

CSG SIZE: §-5/87

GRADE: I.55

‘WEIGHT: 24#%

LENGTH: 313.41

DEPTH LANDED: 313.41' KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sks Class G (est 5 bbls to surface)

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 148 jts. (6261.78")
DEPTH LANDED: 6275.03° KB
HOLE SIZE: 7-7/8”

CEMENT DATA:350sks Prem Lite Il mixed & 475 sxs 50/50 Poz. mix
CEMENT TOP AT: 100

TUBING
SIZE/GRADE/WT.: 2-7/8” / J-55

NO. OF JOINTS 194jts (5980.657)

TUBING ANCHOR: 5992.65° KB

NO. OF JOINTS: 2jts (60.52")

SEATING NIPPLE: 2-7/8” (1.10°)

SN LANDED AT: 605597 KB

NO. OF JOINTS: 1jts (31.10%), 3 jts (92.95)
TOTAL STRING LENGTH: EOT @ 6187.06"

SUCKER RODS

POLISHED ROD: 1-1/2" x 26°

SUCKER RODS: 1- 4% 7/8” pony subs, 237-7/8" scrapered rods, 4-1 47 wt

bars

PUMP SIZE: CDI1 2 1/2" % 1-3/4" % 20" RHAC Pump
STROKE LENGTH: 102"

PUMP SPEED, 4 SPM

SN @ 6056

Cement Top @ 100°

NEWFIELD

Mon. Butte E. State S-36-8-16
1996° FSL & 685" FEL
NE/SE Section 36-T8S-R16E
Ducl‘;csne (Co. Utah

APLEAZ0)3-3201 7 Lense # ML -22061

04-13-06 6166-61%0°

04-13-06 5591-5472°

04-13-06 5307-5314

05-16-06

05-16-06 5134-5154°

== 4084-4050°

5134-5154° 05-16-06 4984-4989”

08-21-06

5478-5486°

5521-5536

C”  5541-5554

Frac CP5 sands as follows:

44,7834 20/40 sand in 508 bbls Lighting 17
frac fluid. Treated @ avg pressure of 2555
psi w/avg rate of 25 BPM. ISIP 2280 psi.
Cale flush:6164 gal. Actual flush: 6174 gal,
Frac LODC & A3 sands as follows:

300,727# 20/40 sand in 1961 bbls Lighting
17 frac fluid. Treated @ avg pressure of
1993 psi w/avg rate of 40.2 BPM. ISIP
1830psi. Cale flush, 5469 gal. Actual flush
5502 gal.

Frac B2 sands as follows:

14,116# 20/40 sand in 297 bbls Lighting 17
frac fluid. Treated @ avg pressure of 2058

psi w/avg rate of 24.9 BPM. ISIP 1975 psi.
Cale flush; 5305 gal. Actual flush 5208 gal.

Recompletion
Frac C sands as follows:

101,083# 20/40 sand in 720 bbls Lighting 17
frac fluid. Treated @ avg pressure of 2027
psi w/avg rate of 25.5 BPM. ISIP 2520 psi.
Cale flush; 5131 gal. Actual flush 4662 gal.

Frac D1 sands as follows:

34,931# 20/40 sand in 299 bbls Lighting 17
frac fluid. Treated @ avg pressure of 3300
psi w/avg rate of 25.1 BPM. Screened out.
59 bbls left in flush.

Pump Change. Tubing & Rod detail updated.

PERFORATION RECORD

= 5591-5602°

Tubing Anchor @ 5993° KB

e 6166-6180°

EOT @ 6187

PBTD @ 6229°

TD @ 6288

04-13-06 6166-6180° 4JSPF 56 holes
04-13-06 5591-5602" 4ISPF 44 holes
04-13-06 5541-5554" 4JSPF 52 holes
04-13-06 5521-5536" 4JSPF 60 holes
04-13-06 5478-5486" 4JSPF 32 holes
04-13-06 5465-5472" 4ISPF 36 holes
04-13-06 5307-5314" 4JSPF 28 holes
05-16-06 5134-5154" 4JSPF 80 holes
05-16-06 4984-4989" 4 ISPF 20 holes

WO e



Monument Butte State 10-36-8-16

Spud Date: 9/18/95 Initial Production: BOPD,
Put on Production: 11/7/95 Wellbore Diagram ' MCFD, BWPD
GL: 5399 KB’
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” 10-19-95 Frac CP-4 zone as follows: Pad 5000 gals
GRADE: J-55 borage] 4000 gal 2 ppg 20/40 sd
10,000 gal 4 ppg 20/40 sd. Pumiped 8% 20/40
WEIGHT: 24# sdin 4701 gal gel Flush 6052 gal
LENGTH: 7 jts. (310.95") Total fluid putmped 29,753 gal
Total 5d 96,400# 20/40 Max TP 3300 @ 35
DEPTH LANDED: 306.35° KB BPM Avg TP 1900 @ 31 BPM
HOLE SIZE: 12-1/4" Cement Top @ 460" ISIP 1893, after 5 min 1756
CEMENT DATA: 1200sxs Class “G” cmt, est 3 bbls crnt to surf. 10-21-95 Frac A-3 zone as follows:  Pad 4500 gal gel
63,595 4000 gal 2 ppg 20/40 sd
9000 gal 4 ppg 20740 5d 3961 gal & ppg 20/40
sd Flush w/ 5353 gal 104 linear gel
Total fluid 26,814 gal Total sd 82,8004 20/40
Max TP 3287 @ 36.8 BPM  Avg TP 2033 @
33 BPM ISIP 1868, after 5 min 1855
10-24-95 Frac B-2 zone as follows:  Pad 5000 gal gel
PRODUCTION CASING 4000 gal 4 ppg 16/30 5d 10,000 gal & ppg
. » 16/30 sd Pumped 8# 16/30 sd in 3633 gal gel
SIZE: 5- N
CSG SIZE: 5-1/2 Total fluid 27,774 gal Total sd 96,800# 16/30
GRADE: I-55 Max TP 3171 @ 40 BPM Avg TP 2400 @ 31
WEIGHT: 15.5¢ 48077 4898’ BPM ISIP 3148, after 5 min 2681
X P - 10-26-95 FracD zone as follows: Pad 4800 gal gel
LENGTH: 141 jts. (6205.027) 63,519 4000 g2l 2 pp 16730 54
DEPTH LANDED: 6200.22° KB 8000 gal 4 ppg 16/30 5d 5335 gal 6 ppg 16/30
- 4900°-4910" sd Flush w/ 4798 gal 10% linear gel
SIZE: 7-7/8 .
HOLE SIZE: 7-7. Total fluid used 26,633 gal Total sd
CEMENT DATA:255 sxs Hifill & 325 sxs Thixotropic w/10% Cal-seal 5224 — $230° 77,800# 16/30 sd ISIP 2319, after 5 min 2152.
CEMENT TOP AT: 460° ) 5/19/04 Tubing Leak. Update rod and tubing detail
52327-5241° 3805 Parted Rods Update rod and tabing detail.

TUBING

SIZE/GRADE/WT.: 2-7/87/ I-55 / 6.5%
SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 5974.48 KB

NO. OF JOINTS: 190 jts (5973.40%)

TUBING ANCHOR: 6007.85' KB

NO. OF JOINTS: 3 jts (93.027)

TOTAL STRING LENGTH: EOT @ 6101.31"

SUCKER RODS

POLISHED ROD: 1-1/2"x 227

SUCKER RODS: 6-1 %47 wt bars. 23-3/4” guided rods, (19 new), 109-3/4" plain
1ods, 100-3/4” guided rods, 2-6” 1-2°x 3/4” pony rods,

PUMP SIZE: 2-1/2"x 1-1/2"X 12" x 16 RHAC
STROKE LENGTH: 86"
PUMP SPEED, SPM: 5 SPM

NEWFIELD

Monwment Butte State #10-36
2048 FSL 2219 FEL
NWSESection 36-T8S-R16E
Duchesne Co, Utah
APL #43-013-31551; Lease #11-22061

5243 ~ 5249

5434’ —5249°

5434 - 5452

SN @ 5974’

EOT @ 6101

PBTD @ 6142°

TD @ 5745

Anchor @ 6008’

f==—" 5070’ - s000’

SHOE/TD @ 61707

PERFORATION RECORD

10/18/95 6070°-6090°
10/20/95 5434°-5452°
10/22/95 5243°-5249
10/22/95 5232°-52417
10/22/95 5224°-5230°
10/25/95 4900°-4810°
10/22/95 4982°-4398%’

Nt 7.25.08



Spud Date: 8/12/95
Put on Production: 4/30/97
GL: 5331 KB:

Q‘\‘\‘o\dﬂm G-11

Monument Butte State #16-36R

Wellbore Diagram

Initial Production: BOPD,
MCFD, BWPD

137,000# of sd i 786 bbls Boragel.
Treated @ avg rate 30 bpm, avg press
2000 psi. ISIP-2059 psi. Cale. flosh:

95,000# of sd in 431 bbls Boragel.
Treated @ avg rate 36.8 bpm, avg press
2100 psi. ISIP-2515 psi. Cale. flush:

129,000# of sd in 557 bbls Boragel.
Treated @ avg rate 34 bpm, avg press
2600 psi. ISIP-2909 psi. Cale. flush:

18,400% of 5d in 289 bbls Boragel.
Treated @ avg rate 30 bpm, avg press

Pump change. Update rod and tubing

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” 8/31/95 53197-5336’ Frac A3 sand as follows:
GRADE: J-55
WEIGHT:24#
LENGTH: 5::l 17 gals. Actual flush: 5275
gals.
DEPTH LANDED:
9/02/95  5084°-5104° Frac B2 sand as follows:
HOLE SIZE:(2-1/4”
CEMENT DATA:
5082 gals. Actnal flush: 5040
gals.
9/05/95 49424984’ Frac C sand as follows:
PRODUCTION CASING 4940 gals, Actual flush: 4948
CSG SIZE: 5-1/2° gals.
GRADE: I-55 9/08/95 47967-4804° Frac D1 sand as follows:
WEIGHT: 15.5%
LENGTH: 136 jts. (5519.06") 2700 psi. Screened out.
. 8 1/15/04
DEPTH LANDED: 5510.46 detalls.
HOLE SIZE: 7-7/8”
2/15/06

CEMENT DATA: 330 sxs Hifill mixed & 350 sxs Thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8"/1-55/ 6.5%

NO. OF JOINTS: 169 jts (5289.12)
TUBING ANCHOR: 5302.12°

NO. OF JOINTS: 1 jt (31.207)

SEATING NIPPLE: 2-7/8” (1.10)

SN LANDED AT: 5336.21°

NO. OF JOINTS: 2 jts (63.72)

TOTAL STRING LENGTH: EOT (5400.38")

SUCKER RODS

POLISHED ROD: 1-1 1/2” x 22" SM

SUCKER RODS: 1-8°, 1-2'x /4" pony rods, 100-3/4" scrapered rods, 83-3/4"
plain rods, 26-3/4” scrapered rods, 4-1 1/2” weight bars.

PUMP SIZE: 2-1/2" % 1-1/2" x 14" RHAC
STROKE LENGTH: 547

PUMP SPEED, SPM: 6 SPM

LOGS:

SN@s

et}

Inland Resources Inc.

HEGOUNCES INC,

Monument Butte State #16-36R
690 FSL & 810 FEL
SESE Section 36-T8S-R16E
Duchesne Co, Utah

AFT A43-013- 101550 Lease #N1L-22061

T 47967-4804°

= 494274984

=" 50845104

Anchor @ 5302’

=T 531975336

EOT @ 5400

Top of Fill @ 5471°
PRTD @ 5473

SHOEMTD @ 5510°

Pump Change. Updated rod and tabing
details.

PERFORATION RECORD

8/30/95
9/01/95
9/05/95
9/07/95

53197-5336"
5084’-5104
4942°-4984°
4796-4804°

RTS8
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Tar Sands Federal #4-31-8-17

Spud Date: 7/22/96

P
ut on Production: 8/26/96
GL:5312° KB: 5325
SURFACE CASING
CSG SIZE: 8-5/8”
GRADE: I-55
WEIGHT:24#%
LENGTH: 7 jts. (291.13%)
DEPTH LANDED: 289.53*(GL)
HOLE SI1ZE:12-1/4"
CEMENT DATA: 120 sxs Premium omt, est 3 bbls et to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: I-55

WEIGHT: 15.5#

LENGTH: 156 jts. (6224.10°)

DEPTH LANDED: 6222.10°

HOLE SIZE: 7-7/8"

CEMENT DATA: 330 sk Hybond mixed & 370 sxs thixotropic
CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT.:2-7/8"/6.54/LS tbg.
NO. OF JOINTS: 176 jts.

TUBING ANCHOR: 5519"

NO. OF JOINTS: 1jt.

SEATING NIPPLE: 2-7/8” (1.10%)

SN LANDED AT: 5554

NO. OF IOINTS: 4jt.

TOTAL STRING LENGTH: EOT @ 5681

SUCKER RODS
POLISHED ROD: 1-1/2" x 22" polished rod.

SUCKER RODS: 8- 17 scraper rods, 114-3/4” plain rods, 99-3/4” scraper rods,

1-2°, 2-4" x 3/4” pony rods.

PUMP SIZE: 2-1/2 x 1-1/2 2 12 X 15 RHAC pump”
STROKE LENGTH: 86

PUMP SPEED, SPM: 7 SPM

LOGS:Dual Latetlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Wellbore Diagram

FRAC JOB

Initial Production: 45 BOPD,
45 MCFPD, 3 BWPD

HEBOUKCES ING,

Inland Resources Inc.

Tar Sands Federal #4-31-8-17
549 FWL & 635 FNL
NWNW Section 31-T8S-R17E
" Duchesne Co. Utah

APTAHLZ-013-31606: Lonse 91174860

46434653
C 4657°-4660°
4988°-4993’

C 5004°-5008°

C_ 5428°-5431”

5435°-5439"

T 5452°-5455

Anchor @ 55197

== 557075582

SN @ 5554
EOT @ 5681°

Sand PBTD @ 5924
PBTD @ 6178’

™D @ 6226°

8/14/96 5370°-5582’

8/16/96 5428’-5455°

8/19/96 4988’-5008°

8/21/96  4643°-4660°

Frac LDC sand as follows:

87,700% 20/40 sand in 484 bbls of Boragel.
Treated @ avg rate of 20 bpm w/avg press of
2000 psi. [SIP-2339 psi. Calc. flush: 5570
gal. Actual flush: 5494 gal.

Frac A-3 sand as follows:

86,700# of 20/40 sand in 478 bbls of Boragel.
Treated @ avg rate of 18.3 bpm w/avg press
of 2050 psi. ISIP-3007 psi. Cale. flush: 5428
gal. Actual flush: 5332 gal.

Frac D-2 sand as follows:

86,500# of 20/40 sand in 475 bbls of Beragel.
Treated @ avg rate of 18 bpm 2/avg press of
2200 psi. ISIP-2793 psi. Cale. flush: 4988
gal. Actual flush: 4920 gal.

Frac PB-10 sand as follows:

99,400# of 20/40 sand in 546 bbls of Boragel.
Treated @ avg rate of 22.2 bpm w/avg press
of 2600 psi. ISIP-3453 psi. Calc. flush: 4643
gal. Actual flush: 4652 gal.

PERFORATION RECORD

&/13/96  5570°-5582"  4ISPF  48holes
8/15/96  5428-5431"  4JSPF 12 holes
8/15/96  5435°-5439" 4 JSPF 16 holes
8/15/96  5452°-5455" 4JSPF 12 holes
8/17/96  4988°-4993"  4ISPF 20 holes
8/17/96  5004°-5008° 4 ISPF 16 holes
8/20/96  4643°-4653°  4ISPF 40 holes
8/20/96 4657 -4660° 4 ISPF (2 holes

B v A0
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Tar Sands Federal 5-31-8-17

Spud Date: 6/17/97
Pu
t on Production: 7/21/97

SUrFASE ERRE

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (304.93")

DEPTH LANDED: 303.04° GL

HOLE SIZE: 12-1/4”

CEMENT DATA: 120 sxs Premiwm cmt, est 6 bbls to surf,

PRODUCTION CASING

CS8G SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 143 jts. (6102.52")

DEPTH LANDED: 6096.52° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 405 sxs Hibond mixed & 360 sxs thixotropic
CEMENT TOP AT: NA per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8"/ M -50/ 6.5%
NO. OF JOINTS: 146 jts (4525)

SN LANDED AT: 4537’

PACKER: 4539"

TOTAL STRING LENGTH: EOT @ 4546

Inittal Production: 121 BOPD,

Injection Wellbore 128 MCFPD, 7 BWPD

Diagram
FRAC JOB

Tar Sands Federal 5-31-8-17
660 FWL & 1980 ENL
NENE Section 31-T8S-R17E
Duchesne Co, Utah
AP #43-013-31607; Lease #U-74869

7/8/97 S756’-5766" Frac CP sand as follows:
93,500% of 20/40 sand in 508 bbls of
Borage!, Breakdown @ 3680psi.
Treated @ avg rate of 26.5 bpm w/avg
press of 2250 psi. ISIP-2353 psi, 5-rnin
2166 psi. Flowback on 12/64” ck for 3
hours and died.

7110/97  S5443'-5474 Frac A sand as follows:
80,800# of 20/40 sand in 451 bbls of
Boragel. Breakdown @ 2648psi.
Treated @ avg rate of 24.7 bpm w/avg
press of 1750 psi. ISIP-2143 psi, 5-min
1752 psi. Flowback on 12/64” ¢k for 3
hours and died.

T12/97 5075'-5087 Frac C sand as follows:
90,300# of 20/40 sand in 462 bbls of
Boragel. Breakdown @ 2453psi.
Treated @ avg rate of 27 bpm w/avg
press of 2400 psi. ISIP-3264 psi, 5-min
2933 pst. Flowback on 12/64” ¢k for 3 -
1/2 hours and died.

TISI9T  4630°-4644° Frac PB sand as follows:
72,500# of 20/40 sand in 396 bbls of
Boragel. Breakdown @ 2974psi.
Treated @ avg rate of 22.5 bpm w/avg
press of 2250 psi. ISIP-3553 psi, 5-min
3429 psi. Flowback on 12/64” ¢k for 3
hours and died.

7/2/01 6001°-6025 Break CP sand as follows:
Broke zones with 2500 psi.

7/5/01 Contacted Mr. Jackson w/ EPA and Mr.
Ingram w/ DOGM to conduct MIT on
well. Waiting on approval to inject,

6/28/06 5 Year MIT completed and submitted.

Packer @ 4539°

4630°-38’
4640°-44

PERFORATION RECORD

/897 5756°-5766° 4ISPF 40 holes
5075’-81 7/10/97  5470°-5474’ 4JSPF 16 holes
5085'-87 710/97 5452'-5454’ 4JSPF 8 holes
710/97 5443-5450" AISPF 28 holes
29T 5085°-5087° 4JSPF 8 holes
12197 5075°-5081° AJSPF 24 holes
7/15/97 4640°-4644° A JSPF 16 holes
5443°-50° 7/15/97  4630°-4638’ 4ISPF 32 holes
545254 72/01  6001°-6006' 4ISPF 20 holes
5470°-74° 77201 6022°-6025" 4ISPF 12 holes

£ 5756°-5766

6001°-6006

60227-6025°

SN @ 4537

EOT @ 4546
Sand Top @ 4630°
PBTD @ 6056°
D @ 6098

[ PR



Tar Sands Federal #6-31-8-17

Spud Date: 7/15/97
Put on Production: 8/16/97

(’\‘\"}c\dm(\’b-\\- S

[nitia) Production: 111 BOPD,
250 MCFPD, 10 BWPD

Wellbore Diagram
GL: 5313 KB: 5325° agr
FRAC JOB
SURFACE CASING 814197 S842°-6005 Frac CP sund as follows:
CSG SIZE: 8-5/8" 1590# 0f 20/40 sand in 308 bbls of Boragel,
Treated @ avg rate of 22.0 bpin w/avg press
GRADE: 1-55 af 1750 psi. ISIP-1697 psi.
WEIGHT:24% 8/6/97 5842°-6005 Refrac CP sand as follows:
B 119,300% of 20/40 sand in 594 bbls of
LENGTH: 7jts. (301.25° >
Jts. € ) Boragel. Treated @ avg rate of 26.80 bpm
DEPTH LANDED: 299.8° GL w/avg press of 1560 psi. ISIP-2031 psi.
HOLE SIZE: 12-1/4" 8/7/97 5378'-5334° Frac A/LDC sands as follows:
; 166,400# of 20/40 sand in 746 bbls of
CEME A 12 5 bbls t N 4
NT DATA: 120 sxs Premium cmt, est s to surf. Boragel, Treated @ avg rate of 43.3 bpm
w/avg press of 1700 psi. ISIP-1626 psi.
8/9/97 5158°-5180° Frac B sands as follows:

PRODUCTION CASING
CSG SIZE: 5-1/2”

GRADE: I-55

‘WEIGHT: 15.5#

LENGTH: 145 jts. (6122.33")

DEPTH LANDED: 6117’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 425 sxs Hibond mixed & 380 sxs thixotropic
CEMENT TOP AT: NA per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8” / M -50/ 6.5%

NO. OF JOINTS: 181 jts (5617.61°)

TUBING ANCHOR: 5629.61°* KB

NO. OF JOINTS: 1 jt(30.25")

SEATING NIPPLE: 2 7/8” (1.10)

SN LANDED AT: 5662.66” KB

NO. OF JOINTS: 1 jt (31.27")

TOTAL STRING LENGTH: EOT @ 5695.48° KB

SUCKER RODS
POLISHED ROD: 1-1/2" % 22° SM

SUCKER RODS: 3 4" x %" pony rads, 6- 1 1/2” weighted bars, 52-3/4"

scrapered rods, 72-3/4” plain rods, 93-3/4” scrapered rods.
PUMP SIZE: 2-1/2” x 1-1/2"x4’x 17 RTBC Macgyver pump
STROKE LENGTH: 72" SL

PUMP SPEED, SPM: 6 SPM

SN @ 5658

4352°-4358°
4390°-4398"
4424°-4437°
4436°-4441°
49347-4938"
4943°-4949°
4953°-4957°
5041°-5044
5158’-5180"
5378°-5390"
5394’-5396°
5399°-5404°
5408’-5411°
5413°-5420°
5465°-5469"
5472°-5474°
54767-5482°
5486°-5492°
5516°-5519°
5522°-5527"
5530°-5534°

Anchor @ 5623°

EOT @ 5690°
5842°-5851"

=
$853°-5866°
=== 6000°-6005

NEWFEIELD

Top of Fill: 6015

Tar Sands Federal #6-31-8-17
1785 FNL & 1825 FWL
SE/NW Section 31-T8S-R17E
Puchesne Co, Utah

APTHLZ-0T3.31686; Lease HLET4RGY

PBTD @ 6079

SHOE @ 6117
™ @ 6120°

8/12/97 4934°-5044’

7/03/02 4352°-4441°

7/23/02
8/02/02
2/26/03
3/28/03
12/9/05

125,400# of 20/40 sand in 583 bbls of
Boragel. Treated @ avg rate of 25.0 bpm
w/avg press of 1600 psi. [SIP-2401 psi.

Frac D sands as fellows:

106,100# of 20/40 sand in 527 bbls of
Boragel. Treated @ avg rate of 26.6 bpm
w/avg press of 1900 psi. ISIP-3264 psi.

Frac GB4 & GB6 sands as follows:
124,780# of 20/40 sand in 825 bbls of
Viking 1-25 fluid. Treated @ avg rate of 27
bpm w/avg press of 2100 psi. ISIP-3264 psi.
Cale. flush: 4352 gal. Actual flush: 4242 gal.

Stuck Pump. Update rod details.

Stuck Pump. Update rod details.

Pump Change. Update rod details.

Stuck Pump, Sheared TA: Update rod details.
Parted rods. Update rod and tubing details.

PERFORATION RECORD

8/04/97  6000°-6005" 4ISPF 20 holes
8/04/97 5855°-5866" 4JSPF 44 holes
8/04/97 5842°-5851" 4ISPF 44 hales
8/07/97 5530°-5534" 2JSPF 8 holes
8/07/97 5522°-5527° 2JSPF 10 holes
&/07/97 5516°-5519° 2JSPF 6 holes
8/07/97 5486°-5492° 2JSPF 12 holes
8/07/97 5476°-5482° 2ISPF 12 holes
8/07/97 5472°-3474> 2ISPF 4 holes
8/07/97 5465°-5469° 2ISPF 8 holes
8/07/97 5413°-3420° 2JSPF 14 hales
8/07/97 5408°-5411° 2ISPF 6 holes
8/07/97  5399°-5404° 2JSPF 10 holes
80797  5394°-5396"  2JISPF 4 holes
80797 5378°-5390°  2ISPF 24 holes
8/09/97  5158°-5180°  4TJSPF 80 holes
&/12/97  5041°-5044°  4JSPF 12 holes
812/97  4953°-4957° 4 ISPF 16 holes
&/12/97  4943°-4949° 4 ISPF 24 holes
Q12/97 493474938 4JSPF 16 holes
7/02/02  44367-4441°  4ISPF 20 heles
7/02/02  4424°-4432°  4ISPF 32 holes
7/02/02  43%0°-439%"  4ISPF 32 holes
7/02/02  43527-4338°  4ISPF 24 holes
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Sand Wash Federal 12-31-8-17

Spud Date: 7/14/2004 Initial Production: ~ BOPD,

Put on Production: 8/21/2004 Wellbore Diagram MCFD, BWPD

GL: 5362 KB: 5374’

SURFACE CASING _ FRAC JOB

CSG SIZE: 8-5/8" 08/12/04 5383'-5518" Frac LODC and A3 sand as follows:
GRADE: 1-55 218,158% 20/40 sand in 1487 bbls Lightning

17 frac fluid. Treated @ avg press of 1933 psi
w/avg rate of 41.7 BPM. ISIP 2100 psi. Cale
flush: 5381 gal. Actual flush: 5376 gal.

08/17/04 5170°-5179° Frac B2 sand as follows:
33,546# 20/40 sand in 340 bbls Lightning
17 frac fluid. Treated @ avg press of 1808 psi
wiavg rate of 25.2 BPM. ISIP 2100 psi. Cale
flush: 5168 gal. Actual flush: 5208 gal.

08/17/04 5056°-5063" Frac C sand as follows:
19,2664 20/40 sand in 262 bbls Lighining
17 frac finid. Treated @ avg press of 1978 psi
w/avg rate of 25.2 BPM. ISIP 2800 psi. Calc
flush; 5054 gal. Actual flush: 5040 gal.

08/17/04  4393°-4401° Frac GB4 sand as follows:
15,460# 20/40 sand in 228 bbls Lightning
17 frac fluid. Treated @ avg press of 1818 psi
wiavg rate of 25.1 BPM. ISIP 1900 psi. Cale
flush: 4391 gal. Actual flush: 4389 gal.

07/24/06 Pump Change. Tubing & Rod detail updated,

WEIGHT: 244

LENGTH: 7 jts. (303.92")

DEPTH LANDED: 311.92° KB

HOLE SIZE:12-1/4”

CEMENT DATA: 150 sxs Class “G” cmt, est 4 bbls cmit to surf,

PRODUCTION CASING

CSG SIZE: 5-1/2™

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 146 jts. (6207.36")

DEPTH LANDED: 6205.36' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sxs Prem. Lite II & 450 sxs 50/50 POZ.
CEMENT TOP AT: surface

4393°-4401°

TUBING
SIZE/GRADE/WT.: 2-7/8"/ 1-55 / 6.5%

NO. OF JOINTS: 164jts (5344.71°)

TUBING ANCHOR: 5347.47 KB

NO. OF JOINTS: 5jts (162.46")

SEATING NIPPLE: 2-7/8" (1.10")

SN LANDED AT: 5509.9%° KB

NO. OF JOINTS: 2 jts (65.16")

TOTAL STRING LENGTH: EOT @ 5596.93' KB

- 5056°-5063°

£ 5170°-5179°

PERFORATION RECORD

SUCKER RCODS

Anchor @ 5347° 8/12/04 5508'-5518' 4ISPF 40 holes
®/12/04 5478°-5194° 4JSPF 64 holes

8/12/04 3453'-3463° 4ISPF 40 holes

; 8/12/04 34337-5240° 4JSPP 28 holes
== saga-5302° 8/12/04 5412°-5422' 4JSPE 40 holes
RS 8/12/04 5383'-33027' 4JSPR 36 holes

§17/04 3170°-5179° 4ISPF 36 holes
S saaasa 8/17/04  5056'-5063' 4JSPF 28 heles
3 ®/17/04  4393°-4401" 4JSPE  32holes

POLISHED ROD: 1-1/2" % 22°

SUCKER RODS: 6 1-1/2” K- bars; 20-3/4” guided rods; 94-3/4” plain rods;
100-3/4” guided rods; 1-4” x %" pony rod.

PUMP SIZE: 2-1/2"x 1-1/2"x 10’ x 14’ RHAC
STROKE LENGTH: 120™

PUMP SPEED, SPM: 5 SPM

LOGS:; DIGL/SP/GR/CAL

T 5453°-5463°
5478°-5494

SN @ 55100 5508°-5518°

EOT @ 5597

Mrd Inland Resources Inc.

PRTD @ 6161°

Sand Wash Federal 12-31-8-17
2236 FSL & 654" FWL
NWSW Section 31-T§S-R17E

Duchésne Co, Utah

SHOE @ 62057

TD @ 6220

APLH23-013-324460 Leave FUITUL74869

TN e



Sand Wash Federal 13-31-8-17

Spud Date: 01/05/06
Put on Production: 03/05/06

SURFACE CASING

Wellbore Diagram

@\’\"\'C\Q,\fjm G-l

FRAC JOB

BOPD,

Initial Production:
MCFD, BWPD

CS8G SIZE: 8-5/8"

GRADE: 1-55

WEIGHT: 24#

LENGTH: 7 jts. (314.16")

DEPTH LANDED: 326.01’ KB

HOLE SIZE:12-1/4™

CEMENT DATA: 160 sxs Class “G” cmt, est 5 bbls cmt to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-35

WEIGHT: 15.54#

LENGTH: 146 jts. (6251.70)

DEPTH LANDED: 6264.95" KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 375 sxs Prem. Lite Il mixed & 475 sxs 50/50 POZ.

TUBING

SIZE/GRADE/WT.: 2-7/8”/ J-55 / 6.5%

NO. OF JOINTS: 185 jts (5976.79%)

TUBING ANCHOR: 5988.79° KB

NO. OF JOINTS: 2jts (65.03")

SEATING NIPPLE: 2-7/8" (1.10")

SN LANDED AT: 6056.62’ KB

NO. OF JOINTS: 2 jts (64.99°)

TOTAL STRING LENGTH: EOT @ 6123.16’ KB

SUCKER RODS

SN 6056°

POLISHED ROD: 1-1/2" x 22’ SM

SUCKER RODS: 1-4, 1-8, 1-6" x7/8” pony rod, 237-7/8"guided rods, 4-1 %47
weight rods.

PUMP SIZE: 2-1/2"x 1-1/2” X 164 RHAC w/SM plunger
STROKE LENGTH: 100"
PUMP SPEED, 5 SPM:

NEWFIELD

Sand Wash Federal 13-31-8-17
2206" FSL & 655" FWL
SW/SW Section 31-T8S-R17E
Duchesne Co. Utah

APL#43-013-32445: Lease #UTU-74869

4560-4568°

4932-4949°

5087-5096°

5126-5134

5146-5152°

5340-5360°

5370-5382°

5574-5584

5596-5612°

5636-5646

5650-5666°

Anchor @ 5988°

6020-6030"

6052-6060°

PBTD @ 6221°

SHQE @ 6264°

D @ 6280°

02/23/06

02/24/06

02/24/06

02/24/06

02/24/06

02/24/06

05/24/06

6020-6060°

5574-5666

5340-5382"

5087-5152°

4932-4949°

4560-4568’

Frac CP2, CP3 sands as follows:

70339% 20/40 sand in 659 bbls Lightning 17
frac fluid. Treated @ avg press of 1995 psi
w/avg rate of 24.7 BPM. ISIP 2050 psi. Cale
flush: 6058 gal. Actual flush: 5418 gal.

Frac LODC, A3, Al sands as foltows:
2957434 20/40 sand in 1943 bbls Lightningl7
frac fluid. Treated @ avg press of 1985 psi
wiavg rate of 37.6 BPM. ISIP 2100 psi. Cale
flush: 5664 gal. Actual flush: 5544 gal.

Frac B1, B2 sands as follows:

404134 20/40 sand 431 bbls Lightming 17
frac fluid. Treated @ avg press of 2125 psi
w/avg rate of 24.5 BPM. ISIP 2200 psi. Calc
flush: 5380 gal. Actual flush: 4788 gal.

Frac D1, D2 sands as follows:

103043# 20/40 sand in 709 bbls Lightning 17
frac fluid. Treated @ avg press of 2238 psi
wravg rate of 24.7 BPM. ISIP 2450 psi. Cale
flush: 5150 gal. Actual flush: 4536 gal.

Frac DS1 sands as follows:

79993¢# 20/40 sand in 592 bbls Lightning17
frac fluid. Treated @ avg press 2083 psi
w/avg rate of 24.7 BPM. ISIP 2300 psi. Calc
flush: 4947 gal. Actual flush: 4368 gal,

Frac GB4 sands as follows:

35987# 20/40 sand in 352 bbls Lightningl7
frac fluid. Treated @ avg press 1863 psi
wi/avg rate of 24.6 BPM. ISIP 1850 psi. Calc
flush: 4566 gal. Actual flush: 4452 gal.

Stuck pump. Updated rod and tubing details.

PERFORATION RECORD

02/20/06
02/20/06

02/23/06
02/23/06
02/23/06
02/23/06
02/24/06
02/24/06
02/24/06
02/24/06
02/24/06
02/24/06
02/24/06

6052-6060°
6020-6030°
5650-5666"
5636-5646
5596-5612°
5574-5584°
5370-5382
5340-5360°
5146-5152°
5126-5134
5087-5096"
4932-4949°
4560-4568

4 JSPF
4 ISPF
4 ISPF
4ISPF
4 JSPF
4 ISPF
4 ISPF
4 ISPF
4 ISPF
4 ISPF
4J8PF
4JSPF
4 ISPF

32 holes
40 holes

64 holes
40 holes
64 holes
40 holes
48 holes
80 holes
24 holes
32 holes
36 holes
68 holes
32 holes

Ul O 0 0p



g1-23~2008  17:01 From=BJ UNICHEM RSVLT UT 438 722 5727 T-§12  P.00B/00T F-158’

Ateayre- T
\
» . u
Analytical Laboratory Report for: Ehemmal Services

NEWFIELD PRODUCTION COMPANY  Account Representative:

Armold, Joe

Production Water Analysis

Listed below please find water analysis report from: Johnson Water Line, JOHNSON STATION #2

CHARGE PUMP

Lab Test No: 2006400226 Sample Date: 011712006

Specific Gravity: 1.001

TDS: 3as7

pH: 7.80

Cations: mg/L as:

Calcium 80.00 (Ca“)

Magnesium 24.00 (Mg"’

SOdium Q (Na*)‘

ron 1.10 (Fe")

Manganese _ 0.00 (Mn") '

Anions: mg/L as:

Bicarbonate ' 122 gco)

3

Sulfate 95 (SO =)
4

Chloride a5 (1)

Gases:

Carbon Dioxide : (co,)

Hydrogen Sulfide 0 (H,5)

0=



Interpretation of DHSat Results:

01-23-2008  17:01 From-BJ UNICHEM RSVLT UT 435 722 5727 T-812  P.007/007  F-158
oOf G
NEWFIELD PRODUCTION L.ab Test No: 2006400226
COMPANY " .
DownHole SAT = Scale Prediction
@ 60 deg, F Lchemical Services ]
Fvllnerai Scale Saturation Index Momentary Excess
(lbs/1000 bhbls)
Calcite (CaCO03) 1.01 © 00108
Aragonite (CaCO3) 876 -.0303
Witherite (BaCO3) 0 -4,93
Strontianite (SrCO3) 0 -1.54
Magnesite (MgCO3) 202 -693
Anhydrite (CaSQ4) .0236. -314
Gypsum (CaSQ4*2H20) .0481 -228.43
Barite (BaS04) a -.0267
Celestite (Sr304) 0 -44.65
Silica (Si02) 0 -32.86
Brucite (Mg(OH)2) < 0.001 -1.05
Magnesium silicate 0 -62.42
Siderite (FeCO3) 13.52 215
Halite (NaC1) 0 136333
[Thenardite (Na2S04) 0 -33648
iron sulfide (FeS) 0 -.0114

The Saturation Index is calculated for sach mineral species independently and is a measure of the

degree of supersaturation (driving force for pracipitation) under the conditions modeled. This
value ranges from 0 to infinity with 1.0 representing a condition of equilibrium where scale will

neither dissolve nor precipitate. Values less than 1.0 are undersaturated and values greater than
1.0 are supersaturated. The scale is logarithmic, i.e. a Saturation Index of 3 is 10 times more

eaturated than a value of 2.

The Momentary excess is a measure of how much scale would have to precipitate to bring the

system back to a non-scaling condition. This value ranges from negative (dissolving) infinity to
positive (precipitating) infinity. The Momentary Excess represents the amount of scale possible
while the Saturation Level represents the probability that scale will form.



From:BJ Chemical Services

435 722 5727

#388 P.010/013

256

10/05/2006 15:07

Analytical Laboratory Report for:
NEWFIELD PRODUCTION COMPANY

BJ [

Account Representative:
Roosevelt Sales

Production Water Analysis

Listed below please find water analysis report from: RUN C, MON. BUTTE STATE 8-36-8-16

TREATER
Lab Test No:- 2006402409 Sample Date: 08/10/2006
Specific Gravity: 1.009 .
TDS: 12757
pH: 8.50
Catlons: mg/L as:
Calcium 32.00 (ca") A
Magnesium 53.00 (mg"™
Sodium 76l (oY) ‘
Iron 3.60 . (Fe”) o
Manganese 0.00 . (Mn“)
Anions: mg/l as:
Bicarbonate 732 (HCO ')

3
Sulfate 75 (so ")

4

Chloride 7100 (CI-)
Gases:
Carbon Dioxide (COZ)
Hydrogen Sulfide 1 (H,S)




From:BJ Chemical Services

435 722 5727

NEWFIELD PRODUCTION Lab Test No: 2006402409

10/05/2008 15:07 #398 P.011/013

M(OCQ:

COMPANY .
DownHole SAT™ Scale Prediction :
@ 130 deg. F I Chemical Services‘ }
ineral Scale Saturation Index Momentary Excess
(1bs/1000 bbis)
9.32 12.17
7.75 11.64
0 -4.29
0 -1.13
19.63 12.41
00133 -817.95
00174 -807.1
0 -.735
0 -128.28
0 -81
0452 ‘ -1.27
0 -122.93
2058 1.74
< 0.001 -186642
< 0.001 -52485
142.84 .393

Interpretation of DHSat Results:

1
-

The Saturation Index is calculated for each mineral species independently and is a measure of the
degree of supersaturation (driving force for precipitation) under the conditions modeled. This
value ranges from 0 to infinity with 1.0 representing a condition of equilibrium where scale will -
neither dissolve nor precipitate. Values less than 1.0 are undersaturated and values greater than
1.0 are supersaturated. The scale is logarithmic, i.e. a Saturation Index of 3 is 10 times more

saturated than a value of 2.

The Momentary excess Is a measure of how much scale would have to preciplitate to bring the
system back to a non-scaling condition. This value ranges from negative (dissolving) infinity to
positive (precipitating) infinity. The Momentary Excess represents the amount of scale possible
while the Saturation Level represents the probability that scale will form.




From:BJ Chemical Services 435 722 5727 10/05/2006 15:07

#398 P.012/013

DownHole SAT (tm)
MIXED WATER CHEMISTRY

586

1) Johnson Water 2) MBS 8-36-8-16

Report Date: 08-11-2006

CATIONS ANIONS
Calcium (as Ca) 140.00 Chloride (as Cl)
Magnesium (as Mg) 158.50 Sulfate (as S504)
Barium (as Ba) 0.00 Dissolved CO2 (as CO02)
Strontium (as Sr) 0.00 Bicarbonate (as HCO3)
Sodium (as Na) 2381 Carbonate (as C03)
Iron (as Fe) 2.35 H28 (as H28)
Manganese (as Mn) 0.00
PARAMETERS I
PH 8.45
Temperature (°F) $130.00
Density(g/mL) i 1.00
Pressure{atm) 1.00
Calculated T.D.S. 1181
Molar Conductivity 10487 <

3779
85.00
6.44
508.69
118.84
0.500

BJ Chemical Services
Roosevelt, Utah




From:BJ Chemical Services

435 722 5727 10/05/2006 15:08

#3938 P.013/013

DownHole SAT (tm)

MIXED WATER DEPOSITION POTENTIAL INDICATORS

GG

1) Johnson Water

2) MBS 8-36-8-16

Temperature (°F)

Time (mins)

130.00
3.00

- Report Date: 08-11-2006
SATURATION LEVEL MOMENTARY EXCESS (Lbs/1000 Barrels)
Calcite (CaCO03) 42.30 Calcite (CaCO03) 11.25
Aragonite (CaC03) 35.17 Aragonite (CaCoO3) 11.18

. Witherite (BaCO03) 0.00 Witherite (BaC03) -3.86
Strontianite (SrC03) 0.00 Strontianite (SxrCO3) -1.04
Magnesite (MgCO03) ' 58.96 Magnesite (MgCO3) 9.56
Aphydrite (CaS04) 0.0157 Anhydrite (CaS04) -428.20
Gypsum (CaS04*2H20) 0.0138 Gypsum (CaS04*2H20) ~521.93
Barite (BaS04) 0.00 Barite (BaS04) -0.500
Magnesium silicate 0.00 Magnesium silicate -114.64
Iron hydroxide (Fe(OH)3) 0.00160 Iron hydroxide (Fe (OH) 3) < 0.001
Iron sulfide (FeS) 64.56 Iron sulfide (FeS) 0.441
SIMPLE INDICES BOUND ¢ IONS TOTAL FREE
Langelier 1.92 Calcium 140.00 113.26
Stiff Davis Index 2.05 Barium 0.00 0.00

Carbonate < 118.84 19.88

Phosphate 0.00 0.00

Sulfate 85.00 61.22
OPERATING CONDITIONS

B

J Chemical Services
Roosevelt, Utah




Attachment "G"

Monument Butte State #8-36-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac
(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psi/ft) Pmax
6100 6106 6103 3276 0.97 3263
5844 5853 5849 2052 0.78 2039
5463 5505 5484 1706 0.75 1694 4——
4974 4998 4986 2439 0.92 2428
Minimum T 1694

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433%1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psifft and
specific gravity of the injected water is 1.005.

IFrac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion procedure.



RESOURCES INC.

: DAILY COMPLETION REPORT
Well Name Monument Butte State 8-36 Report Date 4/17/96 Completion Day 3

Present Operation Perf CP-1 sd. Rig Basin#4
WELL STATUS
Surf Csg: @ Liner @ Prod String @
Thg String: Size 2-7/8 Wt 6.5 Grd M-50 PkriEOT @ PBTD: 6157
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots
CP-4 6100-6106' 4124
CHRONOLOGICAL OPERATIONS

Date Work Performed: 4/16/96 SITP: 0 SicP 0

RU swb. Made 3 runs. IFL @ 5000". FFL @ 5300". TOH wi/tbg. NU tree saver. RU Halliburton & frac CP-4 sd
w/63,800# of 20/40 sd in 376 bbls Boragel. Break dn @ 2773 psi. Treated @ avg rate 20.5 bpm, avg press 2850
psi. ISIP-3276 psi, 5 min 2816 psi. Flowback on 16/64 ck @ 1.7 bpm. Flowed for 4-1/2 hrs & died. Rec 130 bbls
fluid, no ail, no sd. SDFN. Est 246 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered 376 Starting oil rec to date 5

Fluid lost/recovered daily 130 Qil lost/recovered today 0

Ending fluid to be recovered 246 Cum oil recovered 5

IFL FFL FTP Choke 16/64 Final Fluid Rate Final oit cu 0%
STIMULATION DETAIL COSTS

Base Fluid used: Boragel Job Type: Sd frac '

Company: Halliburton

Procedure:

3000 gal pad

1000 gai w/1-5 PPG of 20/40 sd
3000 gal w/5-8 PPG of 20/40 sd
2777 gal w/8-10 PPG of 20/40 sd
Flush w/6038 gal 10# linear gel

Max TP 3480 @ 21.8 MaxRate Total fluid pmpd: 376.5

Avg TP 2850 @ 20.5 AvgRate Total Prop pmpd: 53,800

ISiP 3276 = 5min 2816 10 min 15 min DC: $18,060
TWC: $181,165

Completion Supervisor:  B. Mecham
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RESOURCES INC.

DAILY COMPLETION REPORT

Well Name Monument Butte State 8-36 Report Date 4/19/96 Completion Day 5
Present Operation Perf "A" sd. Rig Basin#4
WELL STATUS
Surf Csg: @ Liner @ Prod String @
Tbg String: Size 2-7/8 wt 6.5 Grd M-50 Pkr/EOT @ PBTD: 6157/5868
PERFORATION RECORD

Zone Perfs SPFf#shots Zone Perfs SPFi#shots

cP-4 6100-6106' 4/24

CP-1 5844-5853' 4/36

CHRONOLOGICAL OPERATIONS
SITP: 0 SICP 0

Date Work Performed: 4/18/96

NU tree saver. RU Hailiburton & frac CP-1 sd w/69,200# of 20/40 sd in 432 bbls Boragel. Break dn @ 3905#.
Treated @ avg rate 24.5 bpm, avg press 1850 psi. ISIP: 2052 psi, 5 min 1887 psi. Start flowback after 5 min Sl on
16/64" ck @ 1.6 bpm. Flowed for 4-1/2 hrs & died. Rec 157 bbls frac fluid w/tr sd, no oil. Est 382 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered 107 Starting oil rec to date 5
Fluid lost/recovered daily 275 Qil lost/recovered today ¢
Ending fluid to be recovered 382 Cum oil recovered 5
IFL FFL FTP ) Choke 16/64 Final Fluid Rate Final oil cu 0%
STIMULATION DETAIL COSTS

Base Fluid used: Boragel Job Type: Sd frac Basin 260
Company: Halliburton BOP 125
Procedure: Tks - 50
3500 gal pad Flow hand 100
1000 gal 1-5 PPG of 20/40 sd Halliburton 17525
6000 gal 5-8 PPG of 20/40 sd Sup ’ 200
1837 gal 8-10 PPG of 20/40 sd
Flush w/5800 gal 10# linear gel
Max TP @ Max Rate Total fluid pmpd: 432 bbis
Avg TP 1850 @ 24.5 AvgRate Total Prop pmpd: 69,200#
ISIP 2052 5 min 1887 10 min 15 min DC: $18,260

TWC: $203,490

Compiletion Supervisor:  B. Mecham




RESOURCES INC.

DAILY COMPLETION REPORT

Monument Butte State 8-36

Well Name Report Date 4/21/96

% Y

Completion Day 7

Present Operation Set RBP & perf "D" sd. Rig Basin#4
WELL STATUS
Surf Csg: @ Liner @ Prod String @
Tbg String: Size 2-7/8 wt 6.5 Grd M-50 Pkr/EOT @ PBTD: 6157/5868
PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFi#ishots
CP-4 6100-6106' 4/24
CP-1 5844-5853' 4/36
“A" 5463-5487" 4/88
"A" 5502-5505' 4/12
CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/20/96 SITP: SICP:

RU Howco & frac "A" sd w/106,600# 20/40 sd in 600 bbls Boragel. Break dn @ 3664 psi, treated @ avg rate 24.4
bpm, avg press 1450 psi. ISIP 1706 psi, 5 min 1625 psi. Flowback on 16/64" ck @ 1.6 bpm. Flowed 4-1/2 hrs, rec

209 BW witr sd, no oil. SDFN. Est 638 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered 247 Starting oil rec to date 5
Fluid lost/recovered daily 391 Oil lost/recovered today 0
Ending fluid to be recovered 638 Cum oil recovered 5
IFL FFL FTP Choke Final Fluid Rate Final oil cut
STIMULATION DETAIL COSTS

Base Fluid used: Boragel Job Type: Frac Basin 490
Company: Halliburton BOP 125
Procedure: Tks 50
4000 gal pad Halliburton 21340
2000 gal 1-5 PPG 20/40 sd HO 510
10,000 gal 5-8 PPG 20/40 sd Wir 175
3834 8-10 PPG 20/40 sd Sup 200
5370 flush w/10# linear gel
Max TP 3664 @ 25.7 MaxRate Total fluid pmpd: 600 bbls
Avg TP 1450 @ mAvg Rate Total Prop pmpd: 106,600
ISIP 1706  5min 1625 10 min 15 min DC: $22,890

T T - TWC: $231,805

Completion Supervisor:  B. Mecham




RESOURCES INC.

DAILY COMPLETION REPORT

4 &4

Well Name Monument Butte State 8-36 Report Date 4/24/96 Completion Day 9
Present Operation Pull RBP's. Rig Basin#4
WELL STATUS
SurfCsg: 8-5/8 @ Liner @ ProdString 5-12 @ 6157
Thg String: Size 2-7/8 wt 6.5 Grd M-50 Pkr/EOT @ PBT RBP 5868/RBP 5051
PERFORATION RECORD
Zone Perfs SPFi#shots Zone Perfs SPFi#shots
CP-4 6100-6106" 4/24 D" 4974-4977' 4/12
CP-1 5844-5853' 4/36 D" 4979-4986' 4/28
"A" 5463-5487" 4/88 ‘D" 4988-4990' 4/8
"A" 5502-5505' 4112 "D . 4995-4998' 4/12
CHRONOLOGICAL OPERATIONS
Date Work Performed: 4/23/96 SITP: 50 sicp 200

RU swb. Made 1 run. IFL 4800". Blow dn gas press. Rec 1 BW. TOH w/tbg. NU tree saver. RU Halliburton & frac
"D" sd w/97,900# of 20/40 sd in 549 bbls Boragel. Broke dn @ 1775, treated @ avg rate 22.6 bpm, avg press 2180
psi. ISIP 2439 psi, 5 min 2440 psi. Flowback on 16/64" ck @ 1.8 bpm. Flowed for 1 hr & died. Rec 63 BW, no sd,

no oil. SDFN. Est 1004 BWTR.

FLUID RECOVERY (BBLS)

Starting fluid load to be recovered 519 Starting oil rec to date 5
Fluid lost/recovered daily 485 Oil lost/recovered today 0
" Ending fluid to be recovered 1004 Cum oil recovered 5
IFL FFL FTP Choke Final Fluid Rate Finaloifcut
STIMULATION DETAIL COSTS
Base Fluid used: Boragel Job Type: Sdfrac Basin 565
Company: Halliburton ‘ BOP 125
Procedure: Tks 50
4000 gal pad Halliburton 20225
1000 gal w/1-5 PPG of 20/40 sd Wir 625
9000 gal w/5-8 PPG of 20/40 sd HO tk 680
4215 gal w/8-10 PPG of 20/40 sd Flow hand 100
Flush w/4855 gal 10# linear gel Sup 200
Max TP 2610 @ 27 MaxRate Total fluid pmpd: 549 bbls
Avg TP 2180 @ 22.6 AvgRate Total Prop pmpd: 97,900# _
ISIP 2439 5 min 2440 10 min 15 min DAILY COST: $22,570
T T TOTLWELL COST- ~$258,300
Completion Supervisor:  B. Mecham '




ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @ 4879°.

2. Plug #1 Set 100’ plug on top of CIBP using 12 sx Class G cement.

3. Plug #2 Set 200° plug from 2000°-2200° with 25 sx Class “G” cement.
4, Plug #3 Pump 41 sx Class G cement down 5-1/2” casing to 352°.

The approximate cost to plug and abandon this well is $33,025.

Monument Butte State #8-36-8-16



BNt H-|

Monument Butte State #8-36

Spud Date: 4/2/96

Put on Production: 4/27/96
GL: 5363° KB: 5376°

Cement Top @ Surface

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: I-55

WEIGHT:24%

LENGTH: 304.40°

DEPTH LANDED: 302°

HOLE SIZE:12-1/4”

CEMENT DATA: 150 sxs Premium cmt, est 5 bbls to surf,

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5%

LENGTH: 145 jts. (6214.68")

DEPTH LANDED: 6202°

HOLE SIZE: 7-7/8”

CEMENT DATA: 325 sk Hyfill mixed & 375 sxs thixotropic
CEMENT TOP AT: Surface per CBL

NEWEIELD

Monument Butte State #8-36
1981 FNL & 662 FEL
SENE Section 36-T&S-R16E
Duchesne Co, Utah
APL#43-013-3159%: Lease #M1.-22061

Proposed P & A
Wellbore Diagram

Casing Shoe @ 302°

200" Balanced Plug (25 sx) Class G Cement over water
zone 20007 ~ 2200

100 (12 sx) Class G Cement plug on top of CIBP
CIBP @ 4879
49744977

4979°-4986°
4988°-4990°

4995°-4998°

5463°-5487
5502°-5505"

584475853’

6100°-6106°

Top of Fill @ 6136

PBTD @ 6157

SHOE/TD @ 6203°

Pump 4 sx Class G Cement down 5 -172” casing to 352°

MU IR0



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
MON BUTTE EAST

1. TYPE OF WELL:

8. WELL NAME and NUMBER:

onwerihd  Gasweir[d  ormer MON BT §-36.6-16

2. NAME OF OPERATOR: 9. APINUMBER:
NEWFIELD PRODUCTION COMPANY 4301331598

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 crry  Myton STATE UT zip 84052 435.646.3721 MONUMENT BUTTE

4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 1981 FNL 662 FEL CcounTY: DUCHESNE
OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:  SENE, 36, T$S, R16B STATE: UT

1L CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

[] acize

[] avter casma

[] peeeen

X NOTICE OF INTENT .
[ rracroriTrEAT

(Submit in Duplicate)
[[] caswerepar

Approximate date work will [ wew construcTION

[] cuancETo prEVIOUS PLANS [[] operaToR craNGE

[] caanceTUBMIG [[] pruc anp aBanpon

O suesBoUENT REPORT
(Submit Original Form Only)

[] crance weLL vaME [ rrucsack

O crance weLL sTATUS [ »ropucrion sTarTsTOR)

Date of Work Completion:

[[] coMMINGLE PRODUCING FORMATIONS [ recramation oF weLL STTE

[X] converr weLLTYPE [J recomprerE - DiFFERENT FORMATION

[ REPERFORATE CURRENT FORMATION
[] swerrack To REPAIR WELL

[[] temporarITLY ABANDON

[ tuemarepar

] veNTORFLAR

[] warer pisposaL

] warer saut-orr

[ oruer:-

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

NAME (PLEASE PRINT)_ David Gerbig 4 ., TirLE Operations Engineer

- .. DATE J 0-30' 06

SIGNATURE__

(This space for State use only)



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below curent bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. 1IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
MON BUTTE EAST

1. TYPE OF WELL:

8. WELL NAME and NUMBER:

OIL WELL E GAS WELL D OTHER MON BT 8-36-8-16

2. NAME OF OPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301331598
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CIry  Myton sTaTE UT zip 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1981 FNL 662 FEL CcOUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: ~ SENE, 36, T3S, R16E STATE:  UT
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

X NOTICE OF INTENT
(Subinit in. Duplicate)

Approximate date work wilt

[0 suBSBOUENT REPORT
(Submit Original Form Only)

Date of Work Completion:

] acmize

[] avter casme

] casworepar

] craxceTo PREVIOUS PLANS

[ cuancETUBING

] caance weLL NAME

[7] cranceweLL sTaTUS

[[] coMMINGLE PRODUCING FORMATIONS

m CONVERT WELL TYPE

[ oeeren

] rracruriz rEAT

[] wew construcTION

[] operator crance

[[] pLuG anp ABANDON

] rueack

[] sropuction startsTOR)
[ recLamation oF weLL siTe

D RECOMPLETE - DIFFERENT FORMATION

[[] rererFORATE CURRENT FORMATION
[[] sipETRACK TO REPAIR WELL

[] remeorariTLY aBANDON

[ uswererar

[] ventorFLar

[ water DisposaL

[] wazer seur-oFF

[] orsexr:-

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

NAME (PLEASE PRINE), David Gerbig

TirLE  Operations Engineer

SIGNATURE_|

e paTE / - -7?0 - K/ {

(This space for State uge only)



Department of
Natural Resources

MICHAEL R. STYLER
Executive Director
Division of
Oil, Gas & Mining

JOHN R. BAZA
Division Director

JON M. HUNTSMAN, JR,
Governor

GARY R. HERBERT
Lieutenant Governor

January 24, 2007

Newfield Production Company
1401 17™ Street, Suite 1000
Denver, Colorado 80202

Re: Monument Butte East Unit Well: Monument Butte State 8-36-8-16, Section
36, Township 8 South, Range 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and
Mining (the "Division") issues its administrative approval for conversion of the
referenced well to a Class II injection well. Accordingly, the following stipulations
shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation,
maintenance and reporting for Underground Injection Control
("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the
complete application submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to
commencing injection.

If you have any questions regarding this approval or the necessary
requirements, please contact Brad Hill or Dan Jarvis at this office.

Sincerely,

Gil Hunt
Associate Director

cc: Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Newfield Production Company, Myton
SITLA, Salt Lake City
Well File

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 » facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS
Applicant: Newfield Production Company Well:_Monument Butte State 8-36-8-16
Location: 36/8S/16E API: 43-013-31598

Ownership Issues: The proposed well is located on State land. The well is located in the
Monument Butte East Unit. Lands in the one-half mile radius of the well are administered by the
BLM and SITLA. The Federal Government and SITLA are the mineral owners within the area of
review. Newfield and other various individuals hold the leases in the unit. Newfield has
provided a list of all surface, mineral and lease holders in the half-mile radius. Newfield is the
operator of the Monument Butte East Unit. Newfield has submitted an affidavit stating that all
owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 302 feet and has a cement top at the
surface. A 5 2 inch production casing is set at 6,203 feet. A cement bond log demonstrates
adequate bond in this well up to 3,300 feet. A 2 7/8 inch tubing with a packer will be set at
4,939. Higher perforations will be opened at a later date. A mechanical integrity test will be run
on the well prior to injection. There are 9 producing wells, 4 injection wells and 2 P/A wells in
the area of review. All of the wells have evidence of adequate casing and cement. No corrective
action will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is near the surface. Injection shall be limited to the interval between 4,220 feet and
5,266 feet in the Green River Formation. Information submitted by Newfield indicates that the
fracture gradient for the 8-36-8-16 well is .75 psi/ft. which was the lowest reported fracture
gradient for the injection zone. The resulting minimum fracture pressure for the proposed
injection interval is 1,694 psig. The requested maximum pressure is 1,694 psig. The anticipated
average injection pressure is 1100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground water
present should be adequately protected.



Monument Butte State 8-36-8-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Monument Butte East Unit April 18, 1996. Correlative rights issues were addressed at this time.
Previous reviews in this area indicate that other mineral resources in the area have been protected
or are not at issue.

Bonding: Bonded with the State of Utah.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s):__Clinton Dworshak Date 01/23/2007
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THE STATE
OFUTAH TO
ALL PERSONS
INTERESTED IN THE
ABOVE ENTITLED
MATTER.

Notice is hereby given
that the Division of Oil,
Gas and Mining (the
“Division”) is commenc-
ing an informal adju-
dicative proceeding to
consider the application
of Newfield Production
Company for adminis-
trative approval of the
Monument Butte State
10-36-8-16, Monument
Butte State 8-36-8-16,
Monument Butte Federal
8-26-8-16, Monument
Butte Federal 6-26-8-
16, and Monument Butte
Federal 2-26-8-16 wells,
located in Sections 26 &
36, Township 8 South,
Range 16 East, Duchesne
County, Utah, for conver-
sion to Class II injection
wells. The adjudicative
proceeding will be con-
ducted informally accord-
ing to Utah Admin.Rule
R649-10, Administrative
Procedures.

Selective zones in the
Green River Formation
will be used for water
injection.  The maxi-
mum requested injection
pressure and rate will be
determined based on frac-
ture gradient information
submitted by Newfield
Production Company.

Any person desiring
to object to the proposed
application or otherwise
intervene in the proceed-
ing, must file a written
protest or notice of inter-
vention with the Division
within fifteen days fol-
lowing publication of this
notice. The Division’s
Presiding Officer for this
proceeding is Gil Hunt.
Associate Director at PO
Box 145801, Salt Lake
City, Utah 84114-5801.
phone number (801) 538-
5340. If such a protest or
notice of intervention is
received, a hearing will
be scheduled in accor-
dance with the aforemen-
tioned administrative pro-
cedure rule, Protestants
ripdiot tferveders shiourd
be prepaged to. genfp,

- stzate Jalilpé: hearmg/Hot,

this matter affects their
interests.

Dated this 19th day of
December, 2006.

STATE OF UTAH

DIVISION OF OIL,
GAS & MINING

Gil Hunt

Associate Director

Published in the Vernal
Express  January 10,
2007.



November 12, 2007

Mr. Brad Hill

State of Utah, DOGM

1594 West North Temple-Suite 1310
P.O. Box 145801

Salt Lake City, Utah 84114-5801

Dear Mr. Brad Hill:

NEWFIELD

RE: Injection Conversion/MIT
Monument Butte State 8-36-8-16

Sec. 36, T8, R16

API #43-013-31598

The subject well was converted to an injector. An MIT was preformed. Please
find enclosed the sundry, a copy of the tabular, and chart.

Jentri Park
oduction/Clerk

RECEIVED

NOv I’qa 2007
DIV. OF OIL, GAS & MINING



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTAH STATE ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME;

7. UNIT or CA AGREEMENT NAME:
MON BUTTE EAST

. TYPE OF WELL:

8, WELL NAME and NUMBER:

OIL WELL E] GAS WELL D OTHER MONUMENT BUTTE ST 8-36
2, NAME OF OPERATOR: 9, API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331598
3. ADDRESS OF OPERATOR: PHONE NUMBER 10, FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 Ty Myton sTATE UT zip 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 1981 FNL 662 FEL county: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:

SENE, 36, T8S, R16E

STATE: UT

. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

[0 NOTICE OF INTENT
(Submit in Duplicate)

Approximate date work will

X1 suBsEOUENT REPORT
(Submit Original Form Only)

Date of Work Completion:

11/12/2007

[ acmoize

[ auter casme

[ casmorerar

[ cuance o PrEVIOUS PLANS
O cuance TuemG

[J cHaNGE WELL NAME
CHANGE WELL STATUS

[[] coMMINGLE PRODUCING FORMATIONS

[X] convert weLL TYPE

" [ peeren

] eracture TREAT

] w&w consTruCTION

] operator cHaNGE

[ rLuc anp apanpon

[ rruesack

] rrobucTion sTART/STOR)
[ recLamation oF weLL stTE

] rEcOMPLETE - DIFFERENT FORMATION

] REPERFORATE CURRENT FORMATION
[ smemrack 10 REPAR WELL

] memporariTLY ABANDON

] tuemorEPAR

] ventor FLAR

] waTer DisposaL

[ water suur-orF

[] orser:-

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well was converted from a producing oil well to an injection well on 10/18/07. On 10/29/07 Dennis Ingram with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. Permission was given at that time to perform the test

10/31/07. On 10/31/07 the casing was pressured up to 1400 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 0 psig during the test. There was not a State representative available to witness the

test.
API# 43-013-31598

NAME (PLEASE PRINT)_ Jentri Park

nitLg  Production Clerk

SIGNATURE

)
Al

pate 1171212007

(This space for State use ont

puan].
{/

RECEIVED
NOV 142007

DIV. GF Cli, GAS & MINING



Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date 03102 Time <, 30 yﬁ;pm

Test Conducted by: T Rt

Others Present:

Well: S€/NE Set, 26T8%, AIGE. WellID: APT 42-p/3-3/59%
Field: Mmluméd/’ Bume Company: NEw F\Ev>
Well Location: wwmvm*:gf“‘“— Address:
Time Test
0 min e PSIO
5 A\ oD
10 U oo
15 ANy
20 \L\ ey
25 A Yo'
30 min .
35 h
40
45
50
55
60 min
Tubing press » Pbsig

Result wuq(Pass> Fail

Signature of Witness:

Signature of Person Conducting Test—— -2 <

7
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State of Utah

DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

JON M. HUNTSMAN, JR. Executive Director
Governor Division of Oil, Gas and Mining

GARY R. HERBERT JOHN R. BAZA

Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-335

Operator: Newfield Production Company

Well: Monument Butte State 8-36-8-16

Location: Section 36, Township 8 South, Range 16 Eést
County: Duchesne

APT No.: 43-013-31598

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
January 24, 2007.

2. Maximum Allowable Injection Pressure: 1,694 psig
3. Maximum Allowable Injection Rate: (restricted by pressure
limitation).
4, Injection Interval: Green River Formation (4,220’ - 5,266).
< g 3 o
Approved by: W /=26 7
‘ Gil Hunt Date

Associate Director

cc: Dan Jackson Environmental Protection Agency
Bureau of Land Management, Vernal
David Gerbig Newfield Production Company, Denver

Newfield Production Company, Myton UTAH
Well File DNR
/\(-./

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 « facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov OIL, GAS & MINING



ST. E OFUTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTAH STATE ML-22061

_SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal faterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
MON BUTTE EAST

. TYPE OF WELL:

8. WELL NAME and NUMBER:

owwelLk]  Gaswet[0  otmEer MONUMENT BUTTE ST 8-36
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331598
3. ADDRESS OF OPERATOR: PHONE NUMBER 10, FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 CITY Myton STATE UT zir 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 1981 FNL 662 FEL county: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:  SENE, 36, T8S, R16E

STATE: UT

11

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT

E SUBSEOUENT REPORT

[ acwoze

O acrer casme

[ peeren

(Submit in Duplicate) [ rracTure TREAT

D CASING REPAIR D NEW CONSTRUCTION

Approximate date work will

[ cance To previous pLans ] oreraTOR cHanGe

D CHANGE TUBING D PLUG AND ABANDON

D CHANGE WELL NAME D PLUG BACK

(Submit Original Form Only)
] crance weLL status ] rropucmion staRTSTOR)
Date of Work Completion:
i ] commcLe ProDUCING FORMATIONS [ ] RECLAMATION OF WELL SITE
12/11/2007 [X] convert weLL TvPE ] RECOMPLETE - DIFFERENT FORMATION

[[] rererroRATE CURRENT FORMATION
[] siETRACK TO REPAR WELL

J tevporarmmLY ABANDON

O tveereram

[ ventoreLar

D ‘WATER DISPOSAL

O water suut-orF

E OTHER: - Change status, put well on injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 10:00 PM on 12-11-07.

NAME (PLEASE prINT)__Kathy Chapman

it Office Manager

pats  12/12/2007

(This space for State use only)




STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTAH STATE ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
MON BUTTE EAST

8. WELL NAME and NUMBER:

1. TYPE OF WELL:
owwerLk]  GasweiL[d  ormer MONUMENT BUTTE ST 8-36
2. NAME OF OPERATOR: 9. APINUMBER:
NEWFIELD PRODUCTION COMPANY 4301331598
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 ary Myton STATE UT _ zip 84052 | 4356463721 MONUMENT BUTTE
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 1981 FNL 662 FEL county: DUCHESNE
OTR/OTR SECTION. TOWNSHIP. RANGE. MERIDIAN:  SENE, 36, T8S, R16E STATE.  UT
1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O coize

[ acter casme

[ peeeen

[J notice oF INTENT
D FRACTURE TREAT

(Submit in Duplicate)

[ casnverepair ] new constrUCTION

Approximate date work will

D CHANGE TO PREVIOUS PLANS D OPERATOR CHANGE

D CHANGE TUBING D PLUG AND ABANDON

[ cuance weLL Name [ rrucsack

m SUBSEQUENT REPORT
(Submit Original Form Only)

] cuance weLL sTaTUS ] erobucTion (starT/STOR)

Date of Work Completion;

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE

12/11/2007

m CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION

[ rePERFORATE CURRENT FORMATION
[ swemack To REPAIR WELL

] temeorarrmLY ABANDON

[ rusiverepar

[ venrorrLaR

[J warer pisposaL

O WATER SHUT-OFF

m OTHER: - Change status, put well on injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 10:00 PM on 12-11-07.

it Office Manager

NAME (PLEASE PRINT)_ Kathy Chapman

pate 1271272007

(This space for State use only)

RECENED

TIL A
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STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTAH STATE ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
GMBU

1. TYPE OF WELL: ’ 8. WELL NAME and NUMBER:
OIL WELL Q GAS WELL D OTHER {/ I MONUMENT BUTTE ST 8-36
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331598
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 Ity Myton sTATE UT ziP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 1981 FNL 662 FEL county: DUCHESNE
OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: ~ SENE, 36, T8S, R16E STATE: UT
1, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT

(Submit in Duplicate)

Approximate date work will

X SUBSEOUENT REPORT
(Submit Original Form Only)

Date of Work Completion:

03/18/2011

[ acoes

[ avrer casmve

[ casmcrerar

[ cuance To PrEVIOUS PLANS
[ crance TuBméG

[ cuanGe weLL NaME

O crance werr sratus

[] coMMINGLE PRODUCING FORMATIONS

[ convert weLL TYPE

[ oeeeen

] sracture trEAT

[ ~ew construcTiON

[ oreraTor cHANGE

[ rruc anp aBanbon

[ rruesack

[ eropucTioN (sTARTSTOR)
[ recLamamioN oF weLL SITE

[[] RECOMPLETE - DIFFERENT FORMATION

] repErFORATE CURRENT FORMATION
] smEeTRACK 10 REPAIR WELL

[] temporaRITLY ABANDON

[ ruserEPAR

O vestorrar

[] water pisposar.

[ warer ssur-okr

[x] OTHER: - Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on March 18, 2011. Results from the test indicate that the fracture gradient is 0.847
psi/fft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAIP) be changed from 1694 psi to 2025 psi.

Approved by the
Utah Division of
Oil, Gas and Mining

COPY SENT TO OPERATOR
Date: S 2120
inttiate: |29

NAME (PLEASE PRINT)_Lucy Chavez-Naupoto

TiTLE  Water Services Technician

pate 032212011

SIGNATURE ” La_,zn) Mﬂ‘;\)\

(This space for State use only)

! RECEIVED
T APRO7 201
DIV. OF OIL, GAS & MINING



Monument Butte State 8-36-8-16
Greater Monument Butte Unit

Step Rate Test
March 18, 2011~
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Sundry Nunber: 30894 APl Well Nunber: 43013315980000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

ML-22061

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MONUMENT BUTTE ST 8-36

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315980000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
1981 FNL 0662 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
Qtr/Qtr: SENE Section: 36 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

J SUBSEQUENT REPORT

Date of Work Completion: l:‘ DEEPEN l:‘ FRACTURE TREAT

l:‘ OPERATOR CHANGE l:‘ PLUG AND ABANDON

1 spub rerorT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE

Date of Spud:

l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL
l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

(]
(]
O
(]
(]

D WATER DISPOSAL

CONVERT WELL TYPE

NEW CONSTRUCTION

PLUG BACK

RECOMPLETE DIFFERENT FORMATION

TEMPORARY ABANDON

|:| APD EXTENSION

OTHER: I5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 10/01/2012 Chris Jensen with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On
10/02/2012 the casing was pressured up to 1310 psig and charted for

30 minutes with no pressure loss. The well was not injecting during the
test . The tubing pressure was 1883 psig during the test. There was not

a State representative available to witness the test.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ONLY

October 18, 2012

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
10/8/2012

RECEI VED: Cct .

08, 2012




Sundry Nunber: 30894 APl Well Nunber: 43013315980000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date/0 | &/ 20/2. Time Jo:eoe cam) pm
Test Conducted by: ~Troy  {azenhy
Others Present: '

Well: porpment—Bo e gtate F-3b-7-16 Field: movowaent Buotve

Well Location: 7-3t-3-1'e API No: H3-01b-31§9%

Time Casing Pressure
0 min ) 3/0 psig
5 [3/0 psig
10 [310 psig
15 (3(0 __ bsig |
20 (3O psig
25 1210 psig
30 min 30 psig
35 psig
40 ) psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: 158> psig
Result: Pass Fail

Signature of Witness:

Signature of Person Conducting Test: ‘W




43013315980000

Vel | Nunber:

30894 API

Sundry Nunber :
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Monument Butte State 8-36-8-16

Injection Wellbore
Diagram

Spud Date: 4:2/96
Put on Production: 4/27/96
GL: 363" KB: 5376’

QUREACECASING

CSG SIZE: §-5/8"

GRADE: J-35

WEIGHT:24%

LENGTH: 304 40"

DEPTH LANDED: 302

HOLE S¥ZE:12-1/4"

CEMENT DATA 150 sxs Premjum cmt, est 3 bbls to surf.

PRODUCTION CAJING

CSG SIZE. 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 145 jts. (6214.68°)

DEPTH LANDED: 6202’

HOLE SIZE: 7-7:8"

CEMENT DATA: 325 sk Hyfill mixed & 375 sxs thixotropie
CEMENT TOP AT: Surface per CBL |

IBING
SIZE/GRADE/WT . 2-7/87/ M-50/ 6.5%

NO OF JOINTS: 138 jts (4921 739
SEATING NIPPLE: 2-7/8" (1.10)

SN LANDED AT: 4934.73"

CE @ 4939.08”

TOTAL STRING LENGTH: EOT (4942187}

FRAC JOB

Initial Production: $¢ BOPD,
58 MCFGPD, 4 BWPD

Y

H

a2 114

NEWFIELD

Monument Butte State 8-36-8-16
1981 FNL & 662 FEL
SENE Section 36-T8S-R16E
Duchesne Co, Utah
API #43-013-31598; Lease #ML-22061

Packer (@ 4939"
EOT (@ 4943

497474977
4979°.4086"

4988°-4950°

4995°-4998°

546275487

w

610076106

aﬁ
i -
& Top of Fill (@ 6138°
& 4 PBTD@ 6157
)
SHOE/TD @ 6203

302°-5505"

4/16/96  6100°-6106°

4/18/96  $344°-5853°

4/20/96  5463°-35057

4722196  4974'-4998°

7/23/03

11/29/43

03/07/06

10/18:07
10/31/67

Frac CP-4 sand as follows:

33.800% of 20/40 sd in 376 bbls Boragel.
Breakdown (@ 2773 pst. Treated (@ avg
rate 20.5 bpm, avg press 2850 psi ISIP-
3276 psi. 3-min 2816 psi. Flowback on
167647 ck @ 1.7 bpm.

Frac CP-2 sandt as follows:

$69,200% of 20/40 sd in 432 bbls Boragel.

Breakdown @ 3905#. Treated (@, avg rate
24.5 bpim, avg press 1850 psi 181P-2052

psi. $-min 1387 psi. Start flowback after

S oun Sfon 16:64” ck @ 1.6 bpm.

Frac A sand as follows:

106,600# 20740 sd i 600 bbis Boragel.
Breakdown @ 3664 psi, trreated ¢ avg
tate 24.4 bpm, avg press 1450 psi ISIP-
1706 psi, S-min 1625 psi. Flowback on
16:647 <k @ 16 bpm. Refrac w/ 706004
20/40 sand in 438 bbis of Boragel.

Frac D sand as follows:

97.900# of 20740 3d m 549 bbls Boragel.
Breakdown (@ 1775, Tieated @ avg rale
22.6 bpm, avg press 2180 psi. 1S1P-2439
pst, 3-mun 2440 psi. Flowback on 167647
¢k @ LS bpm

Tubing Leak. Update tubing and rod
details.

Pump change. Update tubng aed rod
details.

Pamp Change. Update rod and tubing
details.

Convert to Injection well

MIT Completed - tby detail updated

EERFORATIONRECORD

4/15/96
417196
4/19/96
471996
4/22/96
42206
4/22/96
42296

6100°-6106"
5844°.5833"
346375487
5502°.55035°
497474977
4979°-498¢"
498874990
4995°-4998"

4 JSPF
4 ISPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 ISPF
4 JSPF

24 holes
36 holes
83 holes
12 holes
12 holes
28 holes

$ holes

12 holes -~

LON 18:26-10)
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